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15 SAFETY AND PROFESSIONAL SERICES SPS 362.0202

Chapter SPS 362
BUILDINGS AND STRUCTURES

SPS362.0100 Administration. SPS 362.1509 Rooftop photovoltaic systems.

SPS 362.0202 Definitions. SPS 362.1603 Roof snow load.

SPS 362.0307 Pyrophoric materials. SPS 362.1604 Alternate approvals.

SPS 362.0310 Use and occupancy classification. SPS 362.1607 Live loads.

SPS 362.0400 Special detailed requirements based on use and occupancy SPS 362.1608 Snow loads.

SPS 362.0401 ChapterATCP 93compliance. SPS 362.161L  Roof drains.

SPS 362.0406 Motor vehicle-related occupancies — parking garages. SPS 362.1613 Earthquake loads.

SPS 362.0412 Aircraft-related occupancies. SPS 362.1700 Structural tests and special inspections.
SPS 362.0415 Hazardous materials. SPS 362.1802 Definition of neutral plane.

SPS 362.0603 Allowable materials. SPS 362.1803 Deep foundations.

SPS 362.0702 Fire separation distance. SPS 362.1804 Ground improvement.

SPS 362.0705 Connections between buildings. SPS 362.1805 Basement floor base course.

SPS 362.0706 Fire wall identification. SPS 362.1806 Presumptive load-bearing values for saturated soils.
SPS 362.0707 Fire barriers. SPS 362.1807 Shallow post foundations.

SPS 362.0708 Shaft enclosures. SPS 362.1808 Foundations.

SPS 362.0716 Ducts and air-transfer openings. SPS 362.1809 Frost—protected shallow foundations.
SPS 362.0721 Calculated fire resistance. SPS 362.1810 Deep foundations.

SPS 362.0901 Fire protection systems. SPS 362.1913 Shotcrete clearance.

SPS 362.0902 Definitions. SPS 362.2103 Cast stone masonry units.

SPS 362.0903 Automatic fire sprinkler systems. SPS 362.2109 Empirical design of masonry

SPS 362.0904 Alternative automatic fire—extinguishing systems. SPS 362.2204 Welded Connections.

SPS 362.0907 Fire alarm and detection systems. SPS 362.2210 Trusses spanning 60 feet or greater
SPS 362.0909 Smoke control systems. SPS 362.2303 Trusses spanning 60 feet or greater
SPS 362.0910 Smoke and heat vents, and draft curtains. SPS 362.2304 Girder ends.

SPS 362.1004 Egress for outdoor areas. SPS 362.2409 Glass and glazing for elevators.
SPS 362.1008 Doors, gates and turnstiles. SPS 362.2503 Gypsum board and plaster

SPS 362.1009 Stairway width. SPS 362.2701 Electrical code.

SPS 362.1014 Exit access. SPS 362.2900 Additional criteria for toilets.

SPS 362.1015 Refrigerated spaces. SPS 362.2901 Plumbing code.

SPS 362.1018 Corridor continuity SPS 362.2902 Plumbing fixtures.

SPS 362.1021 Exits from stories. SPS 362.2903 Drinking facilities.

SPS 362.1022 Enclosures required. SPS 362.3001 Elevators.

SPS 362101  Design. SPS 362.3002 Elevator car to accommodate ambulance stretcher
SPS 362.103  Scoping requirements — limited access spaces. SPS 362.3004 Hoistways.

SPS 362104  Accessible route. SPS 362.3006 Machine rooms.

SPS 362107 Dwelling units and sleeping units. SPS 362.3100 Special construction.

SPS 362109  Lifts. SPS 362.3102 Blower equipment.

SPS 362110  Signage. SPS 362.3103 Temporary structures.

SPS 362.1200 Carbon monoxide alarms. SPS 362.3104 Pedestrian walkways and tunnels.
SPS 362.1204 Interior environment. SPS 362.3109 Swimming pool enclosures.

SPS 362.1206 Court drainage. SPS 362.3200 Encroachments into the public right-of-way
SPS 362.1210 Toilet rooms. SPS 362.3300 Safeguards during construction.
SPS 362.1405 Exterior walls. SPS 362.3307 Protection of adjoining property

SPS 362.1505 Roof covering classification. SPS 362.3400 Existing structures.

SPS 362.1506 Roof covering materials. SPS 362.3500 Referenced standards.

SPS 362.1507 Roof slope. SPS 362.3600 Appendices.

Note: Chapter Comm 62 as it existed on June 30, 2002 was repealed and a jgs, in racks or on shelves, where the top of storage is greater than

chapterComm 62 was createRegister December 2001 No. 5%Fective July 1, f ; H : i inh—
2002. Chapter Comm 62 was renumbered chapter SPS 362 under s. 13.92 (4) (b): .f,GEt In he'th' When req”'“?d by the fire ?Od@mﬂ' high
Stats. Register December 20No. 672 ileéd combustible storage also includes certain high—hazard com

modities,such as rubber tires, Group A plastics, flammable lig
SPS 362.0100 Administration. The requirements in uids, idle pallets and similar commodities, where the top of
IBC chapter 1 are not included as part of this code. storageis greater than 6 feet in height.

Note: Thesections in this chapter are generally numbered to correspond with the i 1 it
sectionnumbering in the IBC, e.g., SPS 362.0202orresponds to IBC section 202. (2) SUBSTITUTIONS. Substitutethe foIIowmg definition for the

Note: As used throughout this code, “not included as part of this code” is intende@fTespondinglefinition in IBC section 202: “Approved” means
to convey that the referenced requirements are not incorporated herein, and theréféeeptabldéo the department.

cannotbe enforced through this code. Howevecal ordinancesnay include the ; ; ;
referencedequirements, as specified iSRS 361.03 (3) DeLETIONS. The following terms and corresponding elefi

Note: IBC section 101.2 addresses the scope of the IBC. For the scope i#the Witionsin IBC section 202 are not included as part of this code:
consin Commercial Building Code, se&BS 361.02 Three or more attached town approvedagency approved fabricatprbaseflood, base flood

housesas referenced in an exception under IBC section 101.2, are inclittiéd i £ H H H
the scope listed in SPS 361.02 Detached one- and two—family dwellings, as-like elevation,certificate of compllance, deSIQn flood, deSIQn flood

wise referenced in an exception under IBC section 101.2, and elsewhere in the IB¢€Vation,designatedeismic system, dry floodproofing, existing
arenot included within the scope listed irSRS 361.02but are regulated in Mton-  constructionfabricated item, inspecticeertificate, label, lowest

sin by chs.SPS 32Go 325, in accordance with subch.of ch. 101, Stats. floor, manufacturés designation, mark, special continuous
History: CR 00-179 cr. Register December 2001 No. 55 7-1-02;CR i - ! L . .
01-139 renum. (1) and (2) to be Comm 62.020@ Comm 62.0i6 Register June |nspec_t|(_)n,spec_|al flood haza_rd area, special lnspecmﬁlal
2002No. 558 eff. 7-1-02;CR 04-016am.Register December 2004 No. 5&f.  periodicinspection, sprayed fire-resistant materials, start of con
1-1-05;CR 06-120am.Register February 2008 No. 624f. 3-1-08. struction,and structural observation.
- - History: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR
SPS 362.0202 Definitions. (1) AbDITIONS. This is & 01-139renum. (1) (bjo be (2) () and renum. (1) (c) to (k) to be (1) (b) tRéyister

_departmentjefinition for t_his ch_apter in additi_on to the definitions(lltl)n(g?g%j)'\é%-d5gg%ﬁm7gll(—)22(ilc)l?‘tg)‘l(—tggb; 3%)(1% rgg),crr&r;ll(gh(é) i(slgz.-rt% (é)C g;n be
in IBC section 202: “High-piled combustible storagagans o500, No. 5ggef. 1-1-05:CR 06-120am. (1) (intro.) and (3). renum. (1) (©).

storageof combustible materials in closely packed pin pal  (d) and (e) to (j) to be Comm 61.04 (5), (6) and (8) to (13) and am. (5) and (8) to (1
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SPS 362.0202 WISCONSINADMINISTRATIVE CODE 16
RegisterFebruary 2008 No. 62@ff. 3-1-08;correction made in (2) (c) undes: SPS 362.0401 Chapter ATCP 93 compliance. This is
13.92(4) (b) 7, Stats. Register Feb 2008 No. 6. 3-1-08;CR 10-103r. : ; :
andre(cr)((l))‘ (2)Rzgste‘igi\sug;stezgiﬁg. 568 S r 2alodlepl).artment informational note to be used under IBC section

Note: See chATCP 93for additionalrequirements relating to
motorfuel dispensing facilities and repair garages and to the stor
age, handling, processingnd transporting of flammable, cem
bustibleand hazardous liquids.

SPS 362.0307 Pyrophoric materials.  Thisis a depart
mentinformational note to be used under IBC section 307.4:

Note: See chSPS 314or additional requirements for pyrophoric

materials.
. . . History: CR 00-179cr. Register December 2001 No. 5%F. 7-1-02; correc
History: CR 06-120cr. Register February 2008 No. G2#f. 3-1-08. tionin (tiﬁe) made undes.l3.9% (4) (b) 7.Stats.Register December 20No. 672
SPS 362.0310 Use and occupancy classification. SPS 362.0406 Motor vehicle—related occupancies
Thisis a department informational note to be used under IBC sec parking garages.  Substitute the followingvording for the
tion 310.2: requirementsand exception in IBC sectiofi06.2.8: Heating

Note: See sSPS 361.0Notes for statutory definitions aidult  equipmentshallbe installed in accordance with tmernational
family home and community—based residential facili§ees. MechanicalCode.

initi i i i i History: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR
SPS 361.04 for definitions of dwelling unit and multifamily 040167 and reciRegister Decamber 2004 No. 588, 1-1-05.CR 06-120r. (2).

dwelling. renum. (1) to be Comm 62.040Begister February 2008 No. 626f. 3-1-08:
History: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR  correctionin (title) made under £.3.92 (4) (b) 2.Stats. Register August 2a1No.
04-016 renum. to be (2), cf1l) Register December 2004 No. 5&#. 1-1-05;CR 68
06-120r. (1), renum. (2) to be Comm 62.03R@gister February 2008 No. 624
3-1-08. SPS 362.0412 Aircraft-related occupancies. Sub
. . . stitute the following wordingor exception 1 in IBC section
SPS 362.0400 Special detailed requirements based ~ 412.2.4: Heating equipment that suspended at least 10 feet
on use and occupancy . These are department rules in additioghovethe upper surface of wings engine enclosures of the high
to the requirements in IBC chapter 4: estaircraft which may be housed in the hangar; or at least 8 feet
(1) FIREWORKS, BLACK POWDER AND EXPLOSIVE MATERIALS.  abovethe floor in shops, fites andother sections of the hangar
Fireworks,black powder anéxplosive materials shall be storedcommunicatingwith storage or service areas.

and isolated in accordance with &PS 314 History: CR 04-016cr. Register December 2004 No. 5&ff. 1-1-05.
Note: Pursuant to s167.10 (6) (d) Stats., no wholesaledealer or jobber may
storefireworks within 50 feet of a dwelling. SPS 362.0415 Hazardous materials. (1) Substitute

(2) RecvcuNG space. An owner of a building shall provide a the following wording for the correspondingdgefinition in IBC
separateoom or designated space within or adjacent to the-builsection415.2: Immediately dangerous to ldad health (IDLH).
ing for the separation, temporary storage and collection of recfhe concentration of air—borneontaminants which poses a threat
clable materials that are likely to be generated by the buildingf death, immediate afelayed permanent adverse healtbat$,
occupantsunder any of the following conditions: or eflects which could prevent escape from such an environment.
(a) The construction of a new building. This contaminant concentratiotevel is established by the
Note: See Appendix B for guidelines for recommended designated areas. National Institute of Occupational Safety and Health based
Note: The collection and temporary storage of recyclable materials that are fla@Oth toxicity and flammability It generally is expressed in parts

mableor combustible is regulated by $PS 314 Storage of liquids that aflam-  permillion by volume, or milligrams per cubic meter

mableor combustible isegulated by clATCP 93 Owners of buildings where these . . L. . .
materialsare stored should constliose chapters for isolation, removal, and storage_ (2) Thisis a department rule in addition to the requirements in
standards. IBC section 415: A magazine for detonators in quantities of 100

(3) LUNCHRoOMS. A space for eating luncheshall be pre or less shall have sides, bottoms and doors constructed leksot
videdin all places of employment where there is exposure te injfilannumber 12-gauge metal and lined with a nonsparking-mate
riousdusts, toxic material and industrial poisons. Such space ski@l. Hinges and hasps shall be attached so they cannot be
be physically separatfom any location where there is exposuréemovedfrom the outside One steel padlock, which need not be

to toxic materials. dilet rooms shall not be permitted to serve aRrotectedby a steel hood, having at least 5 tumblers and a case-
lunchrooms. hardenedshackleof at least 3/8 inch diameter shall be provided

for locking purposes.
(4) COMMUNITY-BASED RESIDENTIAL FACILITIES. A newly con History: CR 00-179 cr. Register December 2001 No. 55, 7-1-02

structedbuilding or portion thereof that is a community—baseg4-016 renum. to (1), cr(2) Register December 2004 No. 5&&. 1-1-05;
residential facility serving to 8 unrelated adults shall comply06-120r. and recr(2) Register February 2008 No. 62#f. 3-1-08.

with chs.SPS 320 325instead of all other requirements of this

code. SPS 362.0603 Allowable materials. Substitute the fel

(5) No-sMokiNG siGNs. No-smoking signs shall include the!OWing wording for application 18 in IBC section 603 $prayed
international“No Smoking” symbol consisting of a pictorial fire—resistantmaterials and intumescent and mastic fire-resistant

burningcigarette enclosed in a red circle with a red bar athess coating,determined on the basis of fire—resistance tests in accord
cigarette. ancewith Section 703.2.
. . History: CR 04-016 cr. Register December 2004 No. 58%. 1-1-05;CR

(6) Live LoaDs POSTED. Where the live loads for which eachoe-120r. (1), renum. (2) to be Com62.0603 and anRegister February 2008 No.
floor or portion thereof of a commercial or industrial building 1§26 eff. 3-1-08.
or has been designed to exceed 100 pounds per square foot, such ) ] ) ]
designlive loads shall be conspicuously posted by the owner in SPS 362.0702  Fire separation distance. ~ Substitute the
that part of each story iwhich they apply using durable signs. following definition for the corresponding definition listed in IBC
It shall be unlawful to remove or deface such notices. section702: “Fire separation distance” means the distance mea

History: CR 00-179 cr. Register December 2001 No. 55, 7-1-02:cR  Suredat right angles from the face of the building wall to one of
04-016 am. (4)Register December 2004 No. 5&8. 1-1-05;CR 06-120am. (1), the following:
r. (2) (b) and (cRegister February 2008 No. §24f. 3-1-08; correctioiin (2) made . . .
unders.13.92 (4) (b) 1.Stats.Register February 2008 No. GZBR 09-104 cr. (5) (1) The closest interior lot line.

Register December 2010 No. 6&f. 1-1-11; CR 10-103 renum. (6) from Comm 2T rmanent no-buil ment line.
62.1603(5) and amRegister August 2d1No. 668 efl. 9—1-11; correction in (1), (4) (2) To a perma e, o-build easeme € .
madeunder s13.92 (4) (b) 7.Stats.Register December 20No. 672 (3) To the centerline of a street, an alley or a public.way

CR
CR

Published under s. 35.93, Stats. Updated on the first day of each month. Entire code is always current. The Register date on each page
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17 SAFETY AND PROFESSIONAL SERICES SPS 362.0902

(4) To an imaginary line between two buildings on the santhe exception in each of IBC sections 721.2.1.4.3, 721.3.2.3 and
property. 721.4.1.4: Exception: For an exterior wall with a fisgparation

History: CR 00-179 cr. Register December 2001 No. 5%#. 7-1-02;CR i i
10-1037 and recrRegister August 201N, 668 of, 9-1-1. distancegreater than 10 feet, the fire shall be assumed to occur on
theinterior side only

SPS 362.0705 Connections between buildings.  This (2) ExTERIOR WALLS. Substitute the following wording for
is a department exception to the requirements in IBC sectifBC Section 721.6.2.3: For an exterigall with a fire separation
705.1: This sectiordoes not apply to connections between buildistancegreater than 10 feehe wall is assigned a rating depen

ingjs,tthat ggeoion lc%mpgance VI\D/ith ”?)C gg&tiﬁn %g% L opcR danton theinterior membrane and the framing as described in IBC
Istory: - cr. Register December 0. . (—1-02; H

10-103 renum. from Comm 62.0704 amah.Register August 2A1No. 668 eff. TableS721'_6'2(l) and 72_1'6'2(2)' T_he membrane (_)n the OUtS_Ide
9-1-11. of the nonfire—exposed side of exterior walls with a fire separation

distancegreater than 10 feet may consist of sheathing, sheathing

SPS 362.0706 Fire wall identification. ~ These are paperand siding as described in IB@Hle 721.6.2(3).
departmentules in addition tdhe requirements in IBC section” yjisiory: cR 10-103cr. Register August 2a1No. 668 ef. 9-1-11.

706:

(1) Pureose. Pursuant t8.101.135 Stats,, the purpose of this  spg 362.0901  Fire protection systems. (1) MoDiFi-
?ectlonllls to etﬁtabh?h _unlfofrtr)n %@ndards toe identification of  ,roys  Substitute the following informational note fére
ire walls on the exterior ot bulldings. requirementsn IBC section 901.3:

(2) MunicIPAL ORDINANCE. A city, village or town may by . : . .
ordinancerequire owners to identify the location of a fire wall aP‘Ote' ChapterSPS 314has requirements relating to shutting

the exterior wall of a building with a sign. down or impairing fire sprinkler systems. Chap&®S 361has

(3) SIGN REQUIREMENTS. (a) General. The sign shall consist requirementselating to availability osprinkler documents and
of 3 circles arranged vertically on the exterior wall, marking th® submittal and approval of plans prior to altering, modifying, or
locationof the fire wall and centered on the fire wall. The circleemovingsprinkler systems.

shalleither be dixed directly to the surface of thmiilding or may ; ;
be placed ora background material that idieéd to the building. not((fgtoFE(aE Egess TanRdE:rD ISBC-:r Zgigoir%gle rjlz_irtment informational

(b) Size of cicle. Each circle shalbe the same size. The diam . ; ' '
eterof the circle shall be at least 1 1/2 inches, but no gréar Note: Section213.15 Stats., regulates fire hose threads and fit

2 inches. tings and readsis follows: “All fire hose fittings, apparatus-fit

(c) Spacing. The circles shall be spaced equal distance t?ngs,l.S and2.5 inghes in diameter purchased or procured by a
apart. The distance measured from the top of the uppermost cirite department or fire company shall be of the national standard
to the bottom of the lowermosircle shall be no more than 12hosethread as adopted by the national fire protection association.
inches. _ No fire department shall utilize hose and equipnmentin confor

(d) Color. The color of the circle shall be red, amber (orang&gancewith the requiremerthat all threads shall be national stan
yellow) or white (clear) and shall be reflective. Tdwor of the dardhose thread doted by th tional f tecti .
circle shall contrast with the color of the background. jarahose thread as adopted by the national lire protection associa

History: CR 00-179 cr. Register December 2001 No. 55 7-1-02;,CR  tion. Any person dering for sale nonstandard hose couplings,
10-308 renum. from Comm 62.0705 aach. (intro.JRegister August 201No. 668 fittings or apparatus fittings may be fined not less than $100 nor
more than $500.”

SPS 362.0707 Fire barriers. ~ Substitute the following Note: NFRA 1963 contains the specifications for national stan
wordingfor IBC section 707.5: Firkarriers shall extend from the dardhose thread
top of the foundation; or horizontal assembly constructed In :
accordancaevith IBC section712; or floor/ceiling assembly below
to theunderside of the floor or roof sheathing, slab or deck above, o . . .
or to the underside of the horizontal assembly constructed inSPS 362.0902  Definitions.  Substitute the following defi
accordancavith IBC section 712 and shall be securely attachéltions and informationahote for the corresponding definitions
thereto. Such fire barriers shall be continuous through concealligtedin IBC section 902.1:
spacessuch as the space above a suspended ceiling. (1) “Automatic sprinkler system” otAutomatic fire sprinkler
LS G O 120 Regier ey 2000 No, 6261 3-1-0B.CR  systémhas the meaning given inis5.01 (2) Stats. |
Note: Section145.01 (2) Stats., reads as follows: “‘Automatic
SPS 362.0708 Shaft enclosures.  Substitute the fel fire sprinkler system,’ for fire protection purposes, mearisian
artof a required exit enclosure. o : : ;
P History: c§10—103cr. Register August 2INo. 668 eff. 9-1-11. accqrdancemth flrg protectionengineering standar.ds. The-;ys
temincludes a suitable water suppéyich as a gravity tank, fire
SPS 362.0716 Ducts and air-transfer openings. pump,reservoir or pressure tank or connectimginning at the
(1) PENETRATIONS OF SHAFT ENCLOSURES. This is a department sypplyside of an approved gate valve located at or near the prop

exceptionto the requirements in IBC section 716.5.3: Smolgg:rty line where the pi e ;

el k pipe or piping system provides watd
dampersare not required in ducts that are used in the exhaust por-, " . ) -
tion of laboratory ventilating systems which are designed afgclusivelyfor fire protection and relateappurtenances and to
installedin accordance with NFP45. standpipesonnected to automatic sprinkler systems. The portion

(2) SMOKE DAMPERS IN HEALTH CARE FACILITIES. This is a Of the sprinkler system above ground is a network of specially
departmengexception to the requirements in IBC section 716.5.5ized or hydraulically designed piping installed inbailding,
Smokedampers are not required in Group I-2 duct penetratioguctureor areagenerally overhead, and to which sprinklers are
of smoke barriers in fully ducted A systems. connectedn a systematic pattern. The system includesrdrot

History: CR 06-120ct. Register February 2008 No. G26f. 3-1-08. ling valve and a device for actuating an alarm when the system is

SPS 362.0721 Calculated fire resistance. (1) Non- in operation. The system is usually activated by heat from a fire

SYMMETRICAL ASSEMBLIES. Substitute the following wording for and dischages water over the fire area.”

History: CR 00-179cr. Register December 2001 No. 5%&. 7-1-02.

Published under s. 35.93, Stats. Updated on the first day of each month. Entire code is always current. The Register date on each page
is the date the chapter was last published. Report errors (608) 266-3151. RegisterSeptember 2014 No. 705


http://docs.legis.wisconsin.gov/document/statutes/35.93
http://docs.legis.wisconsin.gov/document/statutes/35.93
http://docs.legis.wisconsin.gov/document/cr/2000/179
http://docs.legis.wisconsin.gov/document/register/552/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/cr/2000/179
http://docs.legis.wisconsin.gov/document/register/552/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/statutes/101.135
http://docs.legis.wisconsin.gov/document/cr/2000/179
http://docs.legis.wisconsin.gov/document/register/552/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/administrativecode/ch.%20SPS%20314
http://docs.legis.wisconsin.gov/document/administrativecode/ch.%20SPS%20361
http://docs.legis.wisconsin.gov/document/statutes/213.15
http://docs.legis.wisconsin.gov/document/cr/2000/179
http://docs.legis.wisconsin.gov/document/register/552/b/toc
http://docs.legis.wisconsin.gov/document/statutes/145.01(2)
http://docs.legis.wisconsin.gov/document/statutes/145.01(2)

Published under 85.93 Wis. Stats., by the Legislative Reference Bureau.

SPS 362.0902 WISCONSINADMINISTRATIVE CODE 18

(2) “Fire area” means the aggregate floor area enclosed andd) An automaticsprinkler system installed in a building with
boundedby fire walls, fire barriers, exterior walls tire-resist ~a Group R-3 fire area may conform with s(b0) provided the
ance-ratedhorizontal assemblies of a building. GroupR-3 use complies with all of the following:

History: CR 00-179 cr. Register December 2001 No. 55f. 7-1-02;CR 1. The Group R-3 use is limited to a single-room bunkhouse
10-103 am.Register August 2a1No. 668 ef.. 9-1-11. type sleeping unit

2. The fire area does not exceed 1,500 square feet.

SPS 362.0903 Automafic fire sprinkler systems. 3. The fire area is not more than one story above grade plane
(1) GrourA-1. Substitutethe following wording for condition in height y 9 P

3in IBC section 903.2.1.1: None of the stories in which the fire .
4. The fire aredas an occupant load 10 or less.

area is located include a level of exit dis¢jear - ) )
5. The Group R-3 use is not served by either a community

(2) GrRourPAa—2. Substitute the following wording for condi - -
tion 3 in IBC section 903.2.1.2: None of the stories in which t a{e(;gystem or a municipal water system as defined untit s.

fire area is located include a level of exit dlsmr Note: Under sNR 811.02 “community water system” means a public water sys
(3) GROUP A—3. Substitute the f0||owing Wording for condi temwhich serves at least 15 service connections used by year—round residents or reg

: ; ; . e ; rly serves at least 25 year—round residents. Any water system sgmimgore
tion 3 in IBC section 903.2.1.3: None of the stories in which t mes,10 or more mobile homes, 10 or more apartment units or 10 or more- condo

fire area is located include a level of exit disgfear minium units shall be considered a community water system unless information is

; 1 i i providedby the owners indicating thab year—round residents will not be served.”
(4) GroupE. Substitute the following wordingr the require Note: Under sNR 811.02 “municipal water system” means a community water

mentsin IBC section 903.2.3: systemownedby a city village, countytown, town sanitary district, utility district,
(a) Except as provided in pdb), an automatic sprinkler sys public inland lake and rehabilitation district, municipal water district or a federal,

; : k state,countyor municipal owned institution for congregate care or correction, or a
temshall be provided for Group E occupancies as follows: privatelyowned water utility serving the foregoing.”

1. Throughout all Group E fire aregseater than 20,000 () SrupenTHousING. These are department rules in addition
squarefeet in area. _ o to the requirements in IBC section 903.2.8:

2. Throughout every story of educational buildings that is (5y pefinition. In this paragraph, “private student residential
locatedbelow astory which includes the lowest level of exit-dis building” has the meaning as given undet@L.14 (4) (b) 1m.
charge. Stats.

(b) Anautomatic sprinkler system is not required in any fire Note: Section101.14 (4) (b) 1m Stats., reads: “In thisaragraph, “private student
area,or in any story thais located below a story which includegesidentiabuilding” means a privately owned and operated residential building that
the lowest level of exitlischage, where every classroom through hasa capacity of at least 100 occupants, thatéipied by persons at least 80 percent

Lo L of whom are enrolled in an institutiaf higher education, and that has attributes usu
outthe building has at least one extegait door at ground level. gy associated with a student residence hall or dormitory such as a food plamice

(5) GRroupr. Substitute the following wording for the require ©r °ccupancy by a resident advisor o _
mentsin IBC section 903.2.8: (b) Existing housing.1. An automatic fire sprinkler system

(a) Except as provided joars(b) to(d), an automatic sprinkler shallbe provided by Januafy, 2014 throughout every residence

systeminstalled in accordance with IBC section 903.3 shall L rﬂ;?:n%?rwgﬁw a,r:: tﬁé tﬁinfeofgfgﬁgﬁf ht’7th3(;r(])i(t3ialtﬁgtn is
providedthroughout all buildings with a Group R fire area. egun | uary 7, 1
owned or operated by amstitution of higher education, other

(b) An automatic sprinkler system installed in a multifamilhana residence hall or dormitory owned or operated by the board
dwelling may conform withsub.(10) provided the multifamily of regents of the University of tonsin System.

dwelling complie_s Wi_th all of .the following: ) 2. An automatic fire sprinkler system shh# provided by
1. The multifamily dwelling does not contain more than 4anuary1, 2014 throughout every private student residential

dwelling units. building greater than 60 feet imeight, the initial construction of
2. The multifamily dwelling is not more than 2 stories aboverhich was begun before January 7, 2006.
gradeplane in height. 3. An automatic fire sprinkler system shik# provided by

3. The multifamily dwelling is not served by either a commulanuaryl, 2014 throughout every student residential fadiligr
nity water system or a municipafater system as defined undertedby a fraternity sorority or other granization authorized or
s.NR 811.02 sponsoreddy an institution of higher education, the initcain

Note: Under sNR 811.02"community water system means a public water systertructionof which was begun before January 7, 2006.

which serves at least 15 service connections used by year—round residents or regu(c) New housing.1. An automatic fire sprinkler system shall
larly serves at least 2fear—round residents. Any water system serving 7 or mor, o

homes,10 or more mobile homes, 10 or more apartment units or 10 or more congﬁ@_ _prowded thr_OUQho_Ut e_very residence hall and dormlm@/

minium units shall be considered a community water system unless informatiorlftial construction which is begun on or after April 26, 2000, that

providedby the owners indicating tha6 year—round residents will not be served."is owned or operated by the board of regents of the University of

Note: Under sNR 811.02"municipal water system means a community wate\fisconsinSystem.

systemownedby a city village, countytown, town sanitary district, utility district, N . .

public inland lake and rehabilitation district, municipal water district or a federal, 2. AN automatic fire sprinkler system shall be provided

state countyor municipal owned institution for congregate care or correction, ortiroughoutevery residence hall and dormitptize initial con

privatelyowned water utility serving the foregoing.” structionwhich is beguron or after January 7, 2006, that is owned
(c) An automatic sprinkler system installed in a townhous® operated by an institution of higher education, otherdhmnest

may conform with sub(10) provided the townhouseomplies dence hall odormitory owned or operated by the board of regents

with all of the following: of the University of Visconsin System.
1. The townhouse does not exceed more &hsiories above 3. An automatic fire sprinkler system shall be provided
gradeplane in height. throughoutevery student residential facilityperated by a frater

Rity, sorority or an aganization authorized or sponsored by an

otherdwelling units by at least one hour fire—resistive-ratma institution of higher education, the initial construction of which is
ration walls constructed in accordance witte requirements of 2€gunon or after January 7, 2006. _
IBC section 706 and doot contain any openings or have any 4. An automatic fire sprinkler system shall be provided
plumbingequipment or mechanicatiuipment within. The sepa throughoutevery private student residential building, thitial
ration wall does nohave to comply with the structural stabilityconstructionof which is begun on or after January 7, 2006.
requirement®f IBC section 706.2 anthe horizontal continuity (7) BUILDINGS OVER 60 FEETIN HEIGHT. This is a department
requirement®f IBC section 706.5. rule in addition to the requirements in IBC section 903.31

2. Each dwelling unit within the townhouse is separated fro
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19 SAFETY AND PROFESSIONAL SERICES SPS 362.0904

(a) Except as provided in pép), pursuant to s101.14 (4) (b) SPS 362.0904 Alternative  automatic  fire—
1r, Stats., automatic fire sprinkler systemisall be installed extinguishing systems. (1) Substitute the following word
throughoutbuildings and structures that are more than 60 feetiify and informationahote for the requirements in IBC section
height. 904.1: Automatic fire—extinguishing systems, other than auto
(b) An automatic fire sprinkler system is not required to be prenatic sprinkler systems, shall be designed and installed in accord
videdin any ofthe following buildings or structures or portionsancewith theprovisions of IBC section 904 and the applicable ref
of buildings or structures that are more than 60 feet in height:erencedstandards.

1. Airport control towers. Note: See chSPS 3140or requirements for inspection, testing,
2. Open parking structures complying with IBC sectiomnd maintenancef alternate automatic fire—extinguishing sys
406.3. tems.

3. Telecommunications equipment spaces used exclusnvely(z) Theseare department rulés addition to the requirements
for telecommunications equipmerassociated electrical POWEr; | |5 section 904:
distributionequipment and standby engines, provided that thoe Rash ) o
spacer areas are equipped throughout with an automatic fire (2) Water mist fie potection systemsWhere a water mist fire
detectionsystem in accordance with IBC section 907.2 arel protectionsystem is installed, it shall comply with N&F50.
separatedrom theremainder of the building with fire barriers  (b) Manual-wet sprinkler systemsl. Where allowed.A
consistingof 1-hourfire—resistance-rated walls and 2-hour fire-manual-wesprinkler systenmay not be installed in a building
resistance-ratefoor/ceiling assemblies. unlessall of the following conditions are met:

4. Special industrial occupancies complying with the criteria 5 There is no municipal water system availablserve the
outlinedin IBC section 503.1.1. property.

5. Occupancies of Group F-2 when omission oftii®matic : L . .
fire sprinkler system is approved in accordamdéh s. SPS b. There is no provision under this code that requires the

361.22 building or a portion of the buildingo have an automatic fire
(8) ExempTLOCATIONS. Substitute the following wording for sprlnklersysten?.. . D

exemptlocation 2 in IBC section 903.3.1.1.1; Argom or space ¢. The municipalitywhere the building is to be located has an

wheresprinklers are considered undesirable becatit® nature adoptedordinance that requires the installation of manual-wet

of the contents, where approved by the department. sprinkler systems andequires these systems to meet the provi

(9) BaLconies. Substitute the followingvording for the sionsof this subsectlclm. o )
requirementsin IBC section 903.3.1.2.1: Sprinklerotection 2. General requirements. a. A building protected with a
complyingwith NFRA 13 shall be provided for exterior balconiesmanual-wetprinklersystem shall be considered unsprinklered
decksand ground-floopatios of dwelling units where the build underall other code provisions.
ing is of Type V construction, provided there is a roof or deck b. Eachmanual-wet sprinkler system shall be provided with
above. Sidewall sprinklers that are used to proterth areas shall a fire department connection. The fire department connection
be permitted to be located such that their deflectors are withirshall beinstalled in an accessible location acceptable to the fire
inch to 6 inches below the structural members, anthaimum chief.
distanceof 14 inches below the deck of terterior balconies and ¢ Al ahove ground piping of the manual-wet sprinkler-sys

decksthat are constructed of open wood joist construction. o shall be labeled as a “manual-wet sprinkler system.” Labels
~ (10) NFPA13DSPRINKLERSYSTEMS. (&) Substitute the follow shallbe placed at the fire department connection; at all valves and
ing wording for the requirements IBC section 903.3.1.3: Where hoseoutlets; and on the piping at intervals of not more than 25 feet

allowed, automatic sprinkler systems in townhouses and multindat each sidevhere the piping passes through a wall, floor or
family dwellings shall be installed throughout in accordance wifl of,

NFPA 13D, except .as provnd_ed in pé). ) d. The manual-wet sprinkler system design and installation
(b) 1. The requirements in NRFRL3D section 6.34) are not  gha|| comply with the automatic fire sprinkler system require

included.as part of this code. ) . ) mentsof NFRA 13 or NFRA 13R, as applicable, except that the
2. Fire department connections are prohibiteahulti-pur  systemcomprised of the pilot line, fire department connection and
posepiping systems. fire department apparatus is considered as the approatst

Note: Multi-purposepiping systems must conform withe applicable provisions supplyfor the system.
of the Plumbing Code, chSPS 3810 387.

(11) TESTING AND MAINTENANCE. Substitute the following
informationalnote for the requirements in IBC section 903.5:

Note: See chSPS 314or requirements for inspection, testing, . .
andmaintenance of fire sprinkler systems. f. The plumbing well, water service and pressure tank shall

History: CR 00-179 cr. Register December 2001 No. 5. 7-1-02:cr ~ P€Of @size and capacity to supply the hydraulically most remote
04-016 renum. (2) to (5) to bes), (7), (1) and (12), cr(2) to (5), (8) to (10) and SPrinklerwith the required waterflow and pressure for a minimum
(13) Register December 2004 No. 5&f. 1-1-05;CR 04-043cr. (Im)Register of 10 minutes.

Decembe2004 No. 588ef.. 1-1-05;emeg. renum. (6) to be (6) (a) and am. (6) (a) . ) .

(intro.), cr. (6) (intro.) and (b), €f3-4-06;CR 06-040renum. (6) to be (6) (a) and g. A pilot line shall be connected from the manual-wet sprin

afrp- 1(8) ga)ogrgg)gécrl(gg) (i?{roj) ar&ﬂl(zg),-rﬁ)dRegiS(tsgf Sg%e)m?(%f Z)O?J?)N?iggw kler system to the plumbing water supplstem at the well pres

efl. —1-00] - r.(Im) an , L ana recri an , crlom), y B . . .

and(14), am. (8) to (10), renum.1(land (13)o be (12) and (13Register February suretank. The pilot line shalie of asize that is adequate to supply

2008No. 626 eff. 3-1-08; corrections in (6) (a) and (d) and)(la) made under s. the hydraulically most remote sprinkler in the system.

13.92 (4) (b) 7.Stats.Register February 20080. 626 CR 10-103r. (1), (6) (b), h. Th ti f l~wet inkl t t

Table62.0903, (6m) (b) 1. and 2., (8) to (10) and (14) (tynd recr(5) (c), cr (5) - I'he connection of a manual-wet sprinkier system 10 a

E_d)t, (1;))((1)3),( k;)enuzn-( ()2)(%0 ()Evz_tctJ b? ((1)) t(% )(43),t(6%(lntr(ﬂj§a()),)(tC) tf:mt(iﬁ()d()_ t? bge ligf)) plumbing water supply system shall be protected against-back
intro.), (a), and (c), (ém) (intro.) (a), .10 5. and (c) to be intro. , P : :

1.10 3 and (¢), (1) to (13) to be (7) to (9), (14) to ke0), (15) to be (1) and am. [1OW conditions in accordance with cBPS 382

514) (irgrfg-g, F({5) (_inttrO-/k (b) (itnggi)N(C) 636 éint&roé) éinql 3.b., (g) (intr(%-)),((g)R(int_rci-), (b) i. The actuation of any sprinkler in the system shall operate
. an ,Register Augus 0. ern. 9—-1-11, r and recr C)Register H H H H H d

August201 . 668 ") 7-1-14 correction in (7) (b) 5. made N AN (@) thewaterflow indicating device, which shall initiate a fire alarm

(b) 7., Stats.Register December 20No. 672 within the building.

e. A manual-wet sprinkler system shall be supplied with
waterthrough the fire department connection using fire depart
mentapparatus.
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SPS 362.0904 WISCONSINADMINISTRATIVE CODE 20

j- Upon actuation of the building fire alarm, a fire alaignal SPS 362.0909 Smoke control systems. (1) INSPEG
shall be sent automatically tihe fire department providing fire TION AND TESTREQUIREMENTS. Substitute the following wording
protectionto the building. for the requirements in IBC section 909.3: In addition to the ordi

3. Installer qualifications. The installationaiteration of a Nary inspection and test requirements that buildings, structures
manual-wetsprinkler system shall be performed by a license@ndparts thereof are required to urgtersmoke control systems
individual as specifiedor the installation of an automatic fire Subjectto the provisions of IBC section 988all undego inspee
sprinklersystem under subcH. of ch. SPS 305 tionsand tests sfi€ient to verify the proper commissioning of the

History: CR 00-179 cr. Register December 2001 No. 55f. 7-1-02;CR ~ Smokecontrol design in its finahstalled condition. The design

01-139 am. (2) (b) 8Register June 2002 No. 55. 7-1-02;,CR 04-016renum. submission accompanying the construction documents shall

intro.), (1) and (2) to be (2) (intro.), (a) and (b), andnd recr(2) (b) 2. c., cr(1 ; :
E?egisgel(D)ecemge)r 2004(N)0(. 5831%. (1—)1—05;( c)orrection in ((2))(53))2. h, 3.(m)ade clearly detail procedures and methodsbe used and the items

unders.13.92 (4) (b) 7.Stats. Register December 20No. 672 subjectto such inspections and tests. Such commissioning shall
be in accordance with generally accepted engineering practice
SPS 362.0907 Fire alarm and detection systems. and,where possiblehased on published standards for the particu

(1) GENERAL. Substitute the followingvording and informa lar testing involved.

tional note for the requirements in IBggction 907.1: IBC section (2) INSPECTIONSFOR SMOKE CONTROL. Substitute the follow

907 covers the application andstallation of fire alarm systems ing wording for the requirements in IBC section 909.1&8&oke

andtheir components. control systems shall be tested by a qualified agency

Note: See chSPS 314for requirements for performance and (3) ScopeoF TESTING. Substitute the following wordinfpr

maintenancef fire alarm systems and their components. therequirements in IBC section 909.18.8.1: Inspections shall be
(2) SvokeALARMS. These are department informationates conducted_n accord_ance with the f°”°W'”9:

to be used under IBC section 9072.1 (a) During erection of ductwork and prior to concealnfent

Note: Sectionl01.145 (2)and(3) (a) Stats., addresses installathe purposes of leakage testing and recording of ddvizion.

tion of smoke detectors and readdaews: Sectior.01.145 (2) _ (b) Prior to occupancy and after it completion for the
“A smoke detector reauired under thi i hall b purposesf pressure—diérence testing, flow measurements, and
_ quired under this section shall be appro¥fde tionand control verification.

by underwriters laboratory ) ) o ) (4) QuaLFicaTIONS. Substitute the following wording for the
(3) (@) “The owner of a residential buildirghall install any requirementsn IBC section 909.18.8.2: Inspection agencies for

smokedetector required under thésction according to the direc smokecontrol shall have expertise in fire protectemgineering,

tionsand specificationsf the manufacturer of the smoke detecmechanicakngineering and certification as air balancers.

tor.” (5) RepoRrTs. Substitute the following wording for the require

Note: Section101.145 (4) Stats., addresses retroactiviggiuire ~ mentsin IBC section 909.18.8.3: A complete report of testing

mentsfor buildings constructed prior the efective date of this Shallbe prepared. The report shall include identification of all

section. This statute section applies beyond the application of §Vicesby manufacturgrnameplate data, design values, mea

. . ) suredvalues and identification tag or mark. The report shall be
code,as established in SPS 361.03 (2jand states “The OWner .o vedhy theresponsible registered design professional and.,

of aresidential building the initial construction of which is €om,han satisfied that the design intent has been achieved, the
menced before, on or after May 23, 1978, shall install and-majasponsibleegistered design professional shall seal, sign and date
tain a functional smoke detector in the basement and at the heg&sreport.

of any stairway on each floor level of the building and shall install (6) ReporTFILING. Substitute the following wording for the
afunctional smoke detector either in each sleeping room of eaelguirementsn IBC section 909.18.8.3.1: A copy of the final
unit or elsewhere in the unit within 6 feet of each sleeping area apgortshall be maintained and made available to the buildiing of
notin a kitchen.” cial upon request.

. : “ . » History: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02,CR
Note: Under sectiori01.145 (1) (h) Stats., sleeplng area’ pg-120 renum. (5) and (6) to be (6) and (7),(8) Register Februar2008 No. 626

meansthe area of the [dwelling] unit in which the bedrooons eff. 3-1-08.,CR 10-103r. (7) Register August 2a1No. 668 efl. 9-1-11.
sleeping rooms are located. Bedrooms or sleeping reeps
ratedby another use area such as a kitchen or living room are sepSPS 362.0910 Smoke and heat vents, and draft cur -

. - ns. (1) ExcepTioN. Substitute thdollowing wording for
arate sleeping areasit bedrooms or sleeping rooms separated @ceptio(n)l in IBC section 910.1- Buildingsgprotecteg by an
a bathroom are not separate sleeping areas. ) e

) _ _ approvedautomatic sprinkler system.

(3) ProTECTIVECOVERS. Substitute the following wording for - (2) Groupsr-1AND s-1. Substitute the following wording for
the requirements ifBC section 907.4.2.5: The buildindfiofal  the requirements, but not the exception, in IBC section 910.2.1:
is authorized to requirthe installation of listed manual fire alarmpyildings and portions thereof usad Group F—1 or S—1 oceu
box protective covers to prevent malicious fedd&rms or provide pancieshaving more than 50,000 square feet in area that is undi
themanual fire alarm box with protection from physical damageided by full-heightwalls having smoke resisting characteristics
The protective cover shall be transparent or red in color withyghich are similar to those under IBC section 910.3.5.1.
transparenface to permit visibility of the manual fire alarm box. History: (.ERIO)A—(O)16 c li?e;gil(st?r Dzec)ember 2004bNo. Sasf. 1—1—05;2%5
Eachcover shall include proper operating instructions. Protectigg-120 am. (title), (1) and (2)..(3) to (6)Register February 2008 No. G2€.
coversshall not project more than that permitted by IBC sectiGyyge aae ap 3 1oag, " (£) Underss.92 (4) (b) 7.Stats. Register February
1003.3.3.

(4) EMPLOYEEWORK AREAS. Substitute the following wording ~ SPS 362.1004 Egress for outdoor areas.  Substitute
for the requirements in IBC section 907.5.2.3/2here employee the following wording for the requirements, but not theep
work areas have audible alarm coverage, the alarm system staiis,in IBC section 1004.8: afds, patios, courts and similar -out
be designed so that visible notification appliances can be intdoorareas accessible to and usable by the building occugbeilts
gratedinto the system. be provided with means of egress as required by this chafer

History: CR 00-179 cr. Register December 2001 No. 55f#. 7-1-02;CR  occupantoad of such outdoor areas shall be basethe antici
04-016 renum. (1) to (3) to be (2) to (4), €L) Register December 2004 No. 588 pateduse. Where outdoa@rreas are to be used by persons inraddi

eff. 1-1-05,CR 06-120renum. (3) and (4) to be (5) and (6),(8), (4) and (7Regis- . et
ter February 2008 Nc626 ef. S e (2)(tg((£ly),(rgnum.( (?) 1o () tion to the occupants of the building, and the path of egraes

to be (2) to (4) and anRegister August 2a1No. 668 eff. 9-1-11. from the outdoorareas passes through the building, means of

Published under s. 35.93, Stats. Updated on the first day of each month. Entire code is always current. The Register date on each page
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21 SAFETY AND PROFESSIONAL SERICES SPS 362.1104

egresgequirements for the building shall based on the sum of exitsfrom any storybasement or individual space shall be main
the occupant load of the building plus the outdoor areas. taineduntil arrival at grade or the public way
History: CR 06-120cr. Register February 2008 No. §28f. 3-1-08. (2) Thisis a department exception to the requirements in IBC
SPS 3621008 Doors, gates and turnstiles. section1021.1: Building®f Group I-3 occupancy that are used

(1) CLEAR DOOR OPENINGSFORNONACCESSIBLESTALLS. This is a as guard towers, provided the towers are no higher than 2 stories
- ; —— ._abovegrade, accommodate no more than 10 occupants, and have
department exception to the requirements in IBC sectio

1008.1.1- The olear door nina for a non ible toilet st travel distance of no more than 75 feet.
T € clear door opening Tor a nonaccessible tollet sta History: CR 06-120cr. Register February 2008 No. 628. 3—1-08; correction

showerstall, or other similar compartment, may be less thakudeto (2) (a), (b) and (c) under3.92 (4) (b) 7.Stats.Register February 2008

32-incheswvide. No. 626 eff. 3-1-08;CR 10-103renum. from Comm 62.1019 and am. (title), (1),
(2) Door ARRANGEMENT. This is adepartment exception to ¢ (2)Register August 201No. 66§ ef. 9-1-1.

the requirem_ents in IBGection 1008._1.8: Where_: maneuvering SPS 362.1022 Enclosures required.  Substitute théol-

spaceis provided between the doors in accordasite IBC see  |owing wording for exceptions 6. and 7. in IBC section 1022.1:

tion 1101.2such that use by an individual in a wheelchair will not (1) Stairways as required by IBC sections 410.5.3 and

block the operation of the doors. 1015.6.1are not required to be enclosed.
History: CR 06-120 cr. Register February 2008 No. 62éff. 3-1-08;CR 2) Stai o bal . lleri
10-103 am. (2)Register August 2a1No. 668 eff. 9-1-11. (2) Stairwaysfrom balconies, galleries or pressxes as pro

videdfor in IBC section 1028.5.1 are not requitede enclosed.
SPS 362.1009 Stairway width. This is a department rule History: CR 10-103cr. Register August 2a1No. 668 ef. 9-1-11.
in addition to the requirements in IBC section 100%\here

installingan inclined platform lifor stairway chairlift, the clear- _SPS 362.1101 Design. These are department rules in
passagewidth shall be provided witlthe lift in the unfolded, additionto the requirements in IBC sectiob0lL.2 and ICC/ANSI

usableposition. Al117.1sections 1003 and 1004: o o
History: CR 14-020cr. Register August 2014 No. 70dff. 9-1-14. (1) TyPe A AND TYPEB UNITS. (@) Circuit breakers. Circuit
breakers, when provided for use by tenants in occupancies with
SPS 362.1014 Exit access. This is a departmeexcep  dwelling and sleeping units, shall compijth ICC/ANSI A117.1
tion to the requirements in IBC section 1014.3: The length ofsaction309.2 and 309.3.
commonpath ofegress travel requirements shall not be limited () Doors and doorways.A renter of a dwelling unit may
within townhouse dwellinginits provided the townhouse cem request the landlord to install lever door handles on any doors

plieswith all of the following: inside the dwelling unit or install single-lever controls on any
(1) Thetownhouse does not exceed more than 3 stories abphembingfixtures used by the renteThese controls shall be pro
gradeplane in height. vided and installed by the landlord at no additional cost to the

(2) Eachdwelling unit within the townhouse is separated frorfenter. )
other dwelling units byt least 2-hour fire—resistive-rated separa Note: These requirements are based language frafis132 (2) (a) 4.5tats.
tion walls constructed in accordance with the requirements of IBC (2) R-20CCUPANCYTOILET AND BATHING ROOMS. (a) When'tei
section705 and do not contain any openings and plumbing equit and bathing rooms are provided in dwelling units and sleeping
ment or mechanical equipment. The separatiaail does not unitswithin an R-2 occupancy the rooms shall conform to ICC/
haveto comply with the structural stability requirementd®€ ANSI Al117.1 section 1004113.2 andwith the requirements
section705.2 and the horizontal continuitgquirements of IBC SPecifiedunder pars(b) and(c).
section705.5. (b) The minimum clear floor space provided at bathtubs and
History: CR 06-120cr. Register February 2008 No. 24, 3-1-08; correction  transfershowers shall be designed to facilitate a person using a
madeto (2) under s13.92 (4) (b) 7Register February 2008 No. 6. 3-1-08.  wheelchairto reach and operate the bathtub or transfer shower

; . controlswithout entering the bathtub or transfer shower
SPS 362.1015 Refrigerated spaces. Substitute théol- withou Ing u Wi

> ) A . . (c) The controls for a roll-in, 60—inch transfer shower may be
lowing wording for the exception in IBC section 1015.5: Wher; catedon the back wall of the shower

usingrefrigerants in quantities limited to the amounts based on t Siistory: CR 06-120 cr. Register February 2008 No. §26f. 3-1-08;CR

volumeset forth in chSPS 345 10-103 am. (2) (a), cr(2) (c)Register August 2d1No. 668 eff. 9-1-11.
History: CR 06-120cr. Register February 2008 No. 624. 3—1-08; correction
madeunder s13.92 (4) (b) 7.Stats.Register December 20INo. 672 SPS 362.1103 Scoping requirements — limited

. - . access spaces. Substitute the following wording fothe
SPS 362.1018 Corridor continuity . This is a department requiremeFr)\t?;n IBC section 103.2.8: 9 9

exceptionto the requirements itlBC section 1018.6: Other
spacer rooms constructed as required for corridors, and that 3
adjacento a fire—resistance-rated corrigshall not be construed
asintervening rooms; anehay be open to the corridor when all o

thefollowing are satisfied: crawl spaces, freight elevators, very narnoassageways, or tun
(1) The spaces are not occupied for hazardous uses. nelsare not required to be accessible.

(2) The spaces are not occupied for the incidental uses listeflisiory: CR 06-120 cr. Register February 2008 No. 626f. 3-1-08,CR

in IBC Table 508.2. 10-103r. (1), renum. (2) to be Comm 6203, Register August 2a1No. 668 eff.

(3) Thespaces ararranged so as to not obstruct access to thgs o oo coron under 43.92 (4) (b) 1and2, Stats.Register August 20INo.

requiredexits.
History: CR 06-120 cr. Register February 2008 No. 626ff. 3-1-08;CR SPS 362.1104 Accessible route. (1) GOVERNMENT-
18- a03 renum. from Comm 62.1017 aach. (inro Register August 20INo. 668 o\yNEp OR ~OPERATEDFACILITIES. This is a department limitation
e ' to the exception in IBC section 104.4, Exceptionl.:
SPS 362.1021 Exits from stories. (1) Substitute the Government-ownedr —operated facilities that are outside the
following wording for the requirements IBC section 1021.1: scopeof sub.(2) and IBC section104.3.2.
All rooms and spaces within each steimall be provided with and  (2) Two STORY BUILDINGS OR FACILITIES. Substitute the fel
have access to the minimum number of approved independémiving wording for exception 4. under IBC sectiorl(4.4:
exitsrequired byTable 1021.1 based on the occupant load of tM¢gherea two story building or facilityincluding a government-
story. For the purposes of this chaptecupied roof shall be pro ownedor —operated building or facilityhas one story with an
vided with exits as required for stories. The required nurober occupantoad of five or fewer persons that does not contain public

r (1) Storagespaces that do not include permanent worksta
o%s,are infrequently accessed by employees, and are not open
'Io the general public are not required to be accessible.

(2) Nonoccupiablespaces accessed only by ladders, catwalks,

Published under s. 35.93, Stats. Updated on the first day of each month. Entire code is always current. The Register date on each page
is the date the chapter was last published. Report errors (608) 266-3151. RegisterSeptember 2014 No. 705


http://docs.legis.wisconsin.gov/document/statutes/35.93
http://docs.legis.wisconsin.gov/document/statutes/35.93
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/cr/2014/20
http://docs.legis.wisconsin.gov/document/register/704/b/toc
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/statutes/13.92(4)(b)7.
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/administrativecode/ch.%20SPS%20345
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/statutes/13.92(4)(b)7.
http://docs.legis.wisconsin.gov/document/register/672/b/toc
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/statutes/13.92(4)(b)7.
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/statutes/101.132(2)(a)4.
http://docs.legis.wisconsin.gov/document/administrativecode/SPS%20362.1101(2)(b)
http://docs.legis.wisconsin.gov/document/administrativecode/SPS%20362.1101(2)(c)
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/cr/2006/120
http://docs.legis.wisconsin.gov/document/register/626/b/toc
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/cr/2010/103
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/statutes/13.92(4)(b)1.
http://docs.legis.wisconsin.gov/document/statutes/13.92(4)(b)2.
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/register/668/b/toc
http://docs.legis.wisconsin.gov/document/administrativecode/SPS%20362.1104(2)

Published under 85.93 Wis. Stats., by the Legislative Reference Bureau.

SPS 362.1104 WISCONSINADMINISTRATIVE CODE 22

usespace, that story shall not be requitedbe connected to the requiredby IBC section 107.7.1 on the site arg/fje A or ype
story above or below B units.

History: CR 06-120cr. Register February 2008 No. §28f. 3—1-08. History: CR 06-120 cr. Register February 2008 No. 62éff. 3-1-08;CR
10-103cr. (2) (c), am. (title), (1) (a) to (c), (2) (a), (3) (a), (3) (b) (title), ren(@.
. . . . (c) to be (2) (dRegister August 2A1No. 668 eff. 9-1-11; correction in (3) (a) made
SPS 362.1107 Dwelling units and sleeping units. unders.13.92 (4) (b) 7.Stats. Register December 20No. 672

(1) Groupl. (a) Group I-1. Substitute the following wording for

the requirements, but not the exception, in IBC secti@v.5.1.2: SPS 362.1109 Lifts. (1) Substitute the following wording

In structures with three or more dwelling uritssleeping units for the requirements in ICC/ANSI AY.1 section 410.2.1 as fef

intendedto be occupieds a residence, every dwelling unit anerencedn IBC section 102.1 and as applied to lifts by IBC sec

sleepingunit intended to be occupied as a residence shall béicn 1109.7:

TypeB unit. (a) Doors and gates shall be low anyepower operated doors
(b) Group I-2 nursing homesSubstitute the following word OF gate_scomplying with ICC/ANSI A17._1 section 404.3, except

ing for the requirementhut not the exception, in IBC sectionasprovided in par(b). Doors shalremain open for 20 seconds

1107.5.2.2: In structures with three or more dwelling units ominimum. On lifts with one door or with doors on oppositels,

sleepingunits intended to be occupied as a residence, every dw#lieend door clear opening width shall be 32 inches minimum. On

ing unit and sleeping unittended to be occupied as a residendits with one door on a narrow end and one door on a long side,
shallbe a Jpe B unit. the end door clear opening width shall be 36 inches minimum.

(c) Group I-2 hospitals. Substitute the following wordinfpr \?\}ﬂe doo(; clearopen.iggdwidth |Sh"?‘” be 512 inches minimdumf.
therequirement, but not the exception)BC section 107.5.3.2; Wherea door is provided on a lorgide and on a narrow end o
In structures with three or more dwelling uritssleeping units 2 lift, the side door shall be located with either the strike side
intendedto be occupieds a residence, every dwelling unit an&he hinge side in the corner furthest from the door on the narrow

sleepingunit intended to be occupied as a residence shall b&Y- .

Type B unit. . (b) hl. A door or gljate prcl)wd(ljng accr:]eﬁ;g a naréow tcind ?f-ﬁ plat
_ : : orm that serves only one landing shal mitted to be of the

_(2) Groupr. (a) Group R-1. Substitute the following word 1\ 2 100ening, self-closintype, where clearance at the door or

ing for the requirementhut not the exception, in IBC section

. . - - ate complies with ICC/ANSI A117.1 sections 404.2.3.1,
1107.6.1.2: In structures with three or more dwelling units Oﬁﬁ4.2.3.4,and 404.2.5, and the floor surface is not steeper than
sleepingunits intended to be occupied as a residence, every dwgllyg

ing unit and sleeping unihtended to be occupied as a residence 2 Lifts serving 2 landings maximum and having doors or

shallbe a ype B unit. _ gateson adjacent sides shall be permitted to have self-closing
(b) Group R-2. 1. ‘Apartment housesjonasteries and coen manualdoors or gates provided that the side door or gate is located
vents.” Substitute the following wording for the requireméntt  with the strike side furthest from the end door; the clearance at the
notthe exception, in IBC sectiori@7.6.2.1.2: Where thee#e dooror gate complies with ICC/ANSI AT .1 sections 404.2.3.1,
threeor more dwelling units or sleepingits intended to be occu 404.2.3.4,and 404.2.5; and the floor surfacenist steeper than
pied as a residence in a single structure, edevglling unit and 1:48.
sleepingunit intended to be occupied as a residence shall be g2) substitutethe following wording for the requirements in
TypeB unit. ICC/ANSI A117.1 section 410.5 as referenced in IBC section
2. ‘Boarding houses, dormitories, fraternity houses and-sordi102.1and as applied to lifts by IBC sectioh0B.7: Platform lifts
ity houses.” Substitute the following wording for the requirementith doors on adjacent sides shall provide a clear floor vatith
butnot the exception, in IBC sectiodds.6.2.2.2: Where there 42 inches minimum and clear floor depth of 60 inches minimum.
are three or more dwelling units or sleeping units intended to be(s) Theseare department rulés addition to the requirements

occupiedas a residence in a single structansery dwelling unit ; : ;
andsleeping unit intended toe occupied as a residence shall b?lécz:ci/gn’\ésgs'a‘;ﬁ;l'iledsﬁgtlli%g g;(I)Bac;ssreeé%g%ra%eg!BC section

aType B unit. . . .
(@) Controls at platform-lift landings shall comply with the

(c) Group R-3. Substitute the following wording for the / : :
requirementput not the exception, in IBC sectiohQlr.6.3: In Iigcil%;egwlerzftm ICCIANSI A117.1 section#07.2.1 and 407.2.1.1
y107.2.1.4.

GroupR-3 occupancies where there are three or more dwelli . . . . .
units or sleepinginits intended to be occupied as a residence jn (b) Floor designations shall comply with the requirements in
asingle structure, every dwelling unit and sleeping unit intend&gC/ANSI A117.1 section 407.2.3.1.

to be occupied as a residence shall bgzeB unit. (c) Controls on the platform shall comply with the require
(d) Group R-4. Substitutethe following wording for the Lnoe7n25|? |1C3$:/ANSI Al117.1 sections 407.4.6éhd 407.4.7.1.1 to

requirementput not the exception, in IBC sectioh(r.6.4.2: In
structureswith three or more dwelling units or sleeping units
intendedto be occupieds a residence, every dwelling unit and

sleepingunit intended to be occupied as a residence shall be g>PS 362.1110 Signage. (1) SiGns. (@) General. Sub
TypeB unit. stitutethe following wording for the requiremerfte location 1

in IBC section 110.1: Except as specified péln), accessible
rEarkingspacessequired in IBC section1D6 for the general public

hallbe identified with a sign complying with the accessgae¢
Encq sign requirements specified in§ans 200.07

(b) Exceptions.1. ‘Small parking facilities.” Accessible park

History: CR 14-020cr. Register August 2014 No. 70df.. 9-1-14.

(3) SITE IMPRACTICALITY. (@) Petition for variance.This is a
departmentule in addition to the requirements in IBC sectio
1107.7.4: In accordance with €.01.132 (2) (b) 4and(c) 2,
Stats. the owner may use the petition for variance procedure sp

ified in s.SPS 361.220 request a reduction in the number ypd . ) ; >
A or Type B dwelling units due to site impracticality Ing spc?cehs retqhwrtedt bly IBCbsectflolmlS(._l are noteqwre(_jdtodb_ef

Note: The Department may grant a variance in accordance wigP&h303vhich signed when the total number of parking spaces provided Is tour
requiresthe submittal of a petition for variance form (SBD-9890) and a fee, and 1@ 1€SS.
anequivalency is established in the petition for variance that meets the inteet of 2. ‘Employee and resident parking.” Accessilplarking
rule being petitioned. Chapt&PS 303lso requires the Department to process-reg Hitiae ¥4 A
lar petitions within 3tusiness days and priority petitions within 10 business day; "?‘C!'!“es identified f°f use only by employee_s of any bU|_Id|ng_ or
The SBD-9890 form is available at the Departmehteb site atww.dsps.wi.gov _1acility or by tenants in Group R-2 occupancies may be identified
throughlinks to Division of Industry Services forms. with signs other than the Srans 200.0igns.

(b) Condition. Substitute the following wording faondition (2) DIRECTIONAL SIGNAGE. (&) Substitute the following word

1 under IBC sectior1107.7.4: Not less than 50% of the unitsng for the introductory paragraph of IBC sectidi0.2: Signage
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23 SAFETY AND PROFESSIONAL SERICES SPS 362.1200

indicating directional information or information about func (e) The owner shall install every carbon monoxide detector required by this sub

tional spaces or signage indicating special accessibility provisigig§ onaccording to the directions asgecifications of the manufacturer of the-car

shall comply with ICC ALL7.1 and be provided at the following  (3) ManTeENANCE REQUIREMENTS. (2) The owner of a residential building shall

locations: reasonablynaintain evergarbon monoxide detector in the residential building in the

b) This i d ¢ tinf fi | note to b d dmannerspecified in the instructions for the carbon monoxide detector
(b) IS 1S a department informational note 1o be used un el’(b) An occupant of a unit in a residential building may give the owner of the resi

IBC section 110.3. dential building written notice that a carbon monoxide detector in the residential

Note: Refer to sSPS 362.0400 (3pr requirements for no—smek building is not functional or has been removed by a person titharthe occupant.
The owner of the residential building shall repair or replace the nonfunctional or

Ing signs. missingcarbon monoxide detector within 5 days after receipt of the notice.
History: CR 06-120 cr. Register February 2008 No. §2éf. 3-1-08;CR (c) The owner of a residential building is not liable for damages resulting from
10-103 am. (1) (title), (2) (title), (aRegister August 2A1No. 668 eff. 9-1-11. any of the following:
1. Afalse alarm from a carbon monoxide detector if the carbon monoxide detec

. tor was reasonably maintained by the owner of the residential building.
SPS 362.1200 = Carbon monoxide alarms. These are 2. The failure of a carbon monoxide detector to opguaiperlyif that failure

departmentules in addition tdhe requirements in IBC chapterwasthe result of tampering with, or removal or destructiorhaf,carbon monoxide
12: detector by a person other than the owner or the resufaafty alarm that was rea

1) D In thi tion: sonablymaintained by the owner as required under (@ar

1) . EF'N',T'ONS‘ . n IS section: . . . 2. The installation of carbon monoxide alarms or detectors in
(a) “Dwelling unit” has the meaning as given in81.61 (1) accordancevith s.101.149 (2)and(3), Stats.shall be throughout

Stats. the entire building where a portion of the buildimgludes a resi
Note: Section101.61 (1) Stats., reads: “Dwelling unit” meanstaucture or that dentialbuilding.

part of a structure which is used or intended to be used as aresidence or sleep A X . X

ing place by one person or by 2 or mpe¥sons maintaining a common household, 3. The installation of carbon monoxide alarms or detectors in

to the exclusion of all others. adjacentunits required under 401.149 (2) (a) 3.Stats., shall
(b) “Fuel-burning appliance” means a device that is installepply to those units located on the same floor level.
in a building and burnissil-fuel or carbon based fuel where-car 4. The 75-foot installation limit specified underl91.149

bon monoxide is a combustion by-product, including stoveg) (a) 5, Stats., shall be measured from the door of the unit along
ovensgrills, clothes dryers, furnaces, boilenster heaters, heat the hallway leading from the unit.

ers,fireplaces and stoves. _ o 5. The installation of carbon monoxide alarms or detectors is

(c) “Residential building’has the meaning as given in snotrequired in buildings if construction of the building was initi
101.149(1) (b), Stats. atedbefore October 12008, or if the department approved the
roominghouse, a bed and beAkias estanihment or any pUblc butdnguseis Diansior the construction of the building undeB&S 361.30pro
fg?slee%ir?;%i’lgdging purposes. “Residential buifding” Eilopes not includge a hospiYA edthe building does .nOt haea attaChed. er?dosed garage and
or nursing home. eitherof the following circumstances applies:

(d) “Sealed combustion appliance” means a listed appliance a. All of the fuel-burningappliances in the building are of a
that acquires all air for combustion through a dedicated sealeelaled—combustiotype that are covered by the manufacturers’
passagérom the outside to a sealed combustion chamber and afrrantiesagainst defects.
combustiorproducts are vented to the outside through a separate . All of the fuel-burning appliances the building are of

dedicatedsealed vent. sealed—-combustiotype that are inspected in accordance with
(e) “Sleeping area” has the meaning as given 19%.145 (1) sub.(3) or rules promulgated by the department of hesstiices
(b), Stats. unders.254.74 (1) (am)Stats.

Note: Section101.145 (1) (h)Stats., reads: “Sleeping area” means the area of the « ”
unit in which the bedrooms or sleeping rooms are located. Bedrooms or sleepin% 6. a. For the purposes Ofml'l49 (2) (a) 4 Stats., “room
roomsseparated by anothese area such as a kitchen or living room are separdig€ansan enclosed areafafding space for any other human
sleepingareas but bedrooms or sleeping rooms separated by a batironat sepa act|v|ty besides ]ust servicing mechanical eqmpment, lncludlng

ratesleeping areas. _ _ fuel-burningappliances.
(2) INsTALLATION. (@) 1.Listed and labeled carbon monoxide |y pEor the purposes of $01.149 (2) (a) 4.Stats., where a
alarmsor detectors shall be installed at locatigpgcified in s. fuel-burningappliance idocated within a closet or other enclo

101.149(2), Stats., and maintained in accordance wilt0$.149 ¢\, eafordin ;

) e ; i e e g space only for the appliance amy other mechan
(3), Stats. in buildings, including buildings existing on Octoberfc5| equipment, a carbon monoxidéarm or detector shall be
1, 2008, which are residential buildings or include residentigista|led either within or outside of the enclosure. Installation

buildings, and contain fuel-burning appliances, except as prayay hewithin the enclosure only if specifically permitted by the

videdin subd.5. manufacturer of the alarm or detectdmstallation outside of the

Note: Section101.149 (2)and(3), Stats., reads: g R . .
(2) INSTALLATION REQUIREMENTS. (@) Except as provided in péb), the owner enclosureshall be within 75 feet of the appllanceauspace adja

of a residential buildinghall install a carbon monoxide detector in all of the follow C€Ntto the enclosure and on the same floor as the appliance.

ing places not later than the date specified under(gar (b) 1. Carbon monoxide alarms shall conform to UL 2034.
1. In the basement of the building if the basement has a fuel-burning appliance. . . . .
2. Within 15 feet of each sleeping area of a unit that has a fuel-burning appliance. 2. Carbon monoxide alarms shall be listed and labeled identi

3. Within 15 feet of each sleeping area of a timit is immediately adjacent to fying conformance to UL 2034.

aunit that has a fuel-buming appliance. . . 3. Carbon monoxide detectors and sensors as part of a gas
4. In each room that has a fuel-burning appliance and thet issed as a sleeping

area A carbon monoxideletector shall be installed under this subdivision not morletectionor emegency signaling system shall conform to UL
than75 feet from the fuel-burning appliance. 2075.

5. In each hallway leading from a unit that has a fuel-burning appliance, in a loca (c) Carbon monoxide alarms to be installed in a building shall

tion thatis within 75 feet from the unit, except that, if there is no electrical outl% ! A N . .
within this distance, the owner shall place the carhonoxide detector at the closest D€ Wired tothe buildings electrical service and include battery

availableelectrical outlet in the hallway secondarypower supplies, if either dhe following conditions
(b) If a unit is not part of a multiunit building, the owner of the residential buildingpp“es;

neednot install more than one carbon monoxide detector in the unit. . . .
(c) 1. Except as provided under subd. 2., the owner of a residential building shall 1. Plans for the construction of the building wetbmitted

complywith the requirements of this subsection before the building is occupied.for review under sSPS 361.3@n or after October 1, 2008.

2. The owner of a residential building shall comply with the requirements of this : A f
subsectiomot later than April 1, 2010, if construction of the building was initiate 2. Construction of the bUIldIng was initiated on or after Octo

beforeOctober 1, 2008, or if théepartment approved the plans for the constructioRer 1, 2008, if plans were not required to be submitted and
of the building under s101.12 Stats., before October 1, 2008. approvedunder sSPS 361.30

(d) Any carbon monoxide detector that bears an Underwriters Laborakocies, H i it i
listing mark or similar mark from an independent product safety certificatiga or (d) Carbon monoxide alarms to be installed within a dwelling

nization satisfies the requirements of this subsection. unit shall be interconnected so that activation of one alarm will
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SPS 362.1200 WISCONSINADMINISTRATIVE CODE 24

cause activation of all alarms withiime dwelling unit, if either of (1) Privacy AND AccEss. Every toilet room shall be enclosed

the following conditions applies: andseparated from other areas of the building in a manner that will
1. Plans for the construction of the building were submitt&nsureprivacy of the users of the toilet rooms. Restriction of
for review under sSPS 361.3®n or after October 1, 2008. accesgo toilet rooms, such as by use of key locks or other similar

2. Construction of the building was initiated on or after Octdévicesis prohibited, except as provided in s@.
ber 1, 2008,if plans were not required to be submitted and (2) ExcepTions. (a) Toilet rooms for a servicer filling sta
approvedunder sSPS 361.30 tion that are accessed from the exterior may be key locked.

(3) INSPECTIONOF SEALED COMBUSTION APPLIANCES. (&) The (b) A self-service fillingstation that has a key— or card—eper
ownerof a building or their agent shall arrarthe inspection of atedfuel dispensinglevice which can be used while the station is
sealedcombustion appliances and the vents and chimneys senvin@ttendedy an employee is not required to have toilet rooms
the appliances under sug2) (a) 5. b. availableduring the unattended periods.

(b) Pursuant to sulf2) (a)5. b, the inspection of the sealed (c) Single-occupant toilet rooms may have privacy locks.
combustionappliancesy vents and Chimneys shall be foptj’re History: CR 00-179 cr. Register December 2001 No. 5%F. 7-1-02;CR

g ; oo 06-120 renum. Comm 62.1209 to be Comm 62.1am€ am. (intro.Register Feb
pose of determining carbon monoxide emission levels. ruary 2008 No. 626ef. 3-1-08.

(c) Pursuant to sul§2) (a) 5. b. the inspection of the sealed
combustionappliances, vents and chimneys shall be performed atSPS 362.1405 Exterior walls. (1) Thisis a department
leastonce a year exceptionin addition to the exceptions IBC section 1405.3:
(d) For the propose of suf2) (a) 5. b. the inspection of the Whereother approved means to avoid condensation in unventi
sealedcombustion appliances, vents and chimrshall be per latedframed wall, flooyroof and ceiling cavities and box sills are
formedby an individual who holds a certification issued under provided.

SPS305.71as an HAC qualifier. (2) Thisis a department rule in addition to the requirements in
(e) If upon inspection, the carbon monoxide emissions frofBC section 1405.14.1: Polystyregskeathing may be utilized as

afuel burning appliance, vent or chimney are not within manufathe required backing material for vinyl siding provided all of the

turer’s specifications, the appliance may not be operated urfillowing characteristics and conditions are met:

repairedor carbormonoxide alarms or detectors are installed in 3y The sheathing is extruded, rigid and cellular

acczrdgncewith ; 101.149 (Zg_%nldﬁ)g Séats. S he d (b) The sheathing is type l¥s specified in ASTM C578.
(4) ORDERS. Pursuant to : (6) (b)Stats., the depart (c) The sheathing has a thickness of at least one inch.

mentmay issue orders for a violation of the provisions of this sec L2 . .
tion. y P (d) The sheathing installed with an on—center stud spacing

(5) PenALTIES. Violation of the provisions of this sectishall of 16 inches or less.

be subject to the penalties provided undetGi.149 (8) Stats. (e) The mean roof height of the building is 40 feet or less.
Note: Section101.149 (8)Stats., reads: (f) The building wall has a wind exposure category of B or C,

(8) PENALTIES. () If the department of safety and professional services or ti €stablished in IBC section 1609.4; and the buildsngpt sited
departmenbf health services determines after an inspection of a building under tgg the upper half of an isolated hill or escarpment meeting condi
sectionor s.254.74 (1gxhat the owner of the building has violated sub. (2) or (3); H i
the respective department shall issue an order requiring the person to correc%t .S 1, _2’ and 3 in IBC S_eCtIOI’] 1609.1.1.1. .
violation within 5 daysor within such shorter period as the respective departmept, istory: CR 04-016 cr. Register December 2004 No. 588. 1-1-05;CR
determiness necessary to protect public health and saféthe persomioes not cer ~120am. (2) (c) 3Register February 2008 No. 628 3-1-08,CR 10-103r.
rectthe violation within the time required, he or she shall foffeQ for each day of and recrRegister August 2a1No. 668 ef. 9-1-11.
violation occurring after the date on which the respective department finds that the

violation was not corrected. SPS 362.1505 Roof covering classification. The

(b) If a persoris chaged with more than one violation of sub. (2) or (3) arisin ; ; B R
out of an inspection of a building owned by tiperson, those violations shall beq’equwementsm Footnote a in IBC dble 1505.1 are not included

countedas a single violation for the purpose of determining the amount of a forfeit@@ part of this code.

underpat (a). History: CR 00-179 cr. Register December 2001 No. 558, 7-1-02;
(c) Whoever violates sub. (4) is subject to the following penalties: 04-016 renum. to be (1), c(2) Register December 2004 No. 5&#. 1-1-05;
1. For a first ofense, the person may fieed not more than $10,000 or impris 06-120r. and recrRegister February 2008 No. 624. 3-1-08.

onedfor not more than 9 months, or both.
2. For a 2nd or subsequentenfse, the person is guilty of a Class | felony SPS 362.1506 Roof covering materials. Substitutghe

History: EmR0826 emeg. cr. eff. 10-1-08;,CR 08-085cr. Register May 2009 ; ; ; : .
No. 641, 6F. 6-1-09: corrections in (3) (a) to (d) and (4) made undEs.82 (4)b)  Tollowing wording for the requirements iBC section 1506.3:

2. and7., Stats.Register May 2009 No. 64CR 09-104 cr. (2) (a) 6.Register RoO0f covering materials shall conform to the applicatténdards
December2010 No. 660eff. 1-1-11; CR 10-103am. (2) (a) 1., (3) (dRegister  |istedin IBC chapter 15.

August2011 No. 668 eff. 9-1-11; correction in (2) (a) 5., (d)., 2., (d) 1., 2., (3) (d) ) . _ ’ 1
madeunder s13.92 (4) (b) 7.Stats.Register December 20No. 672 History: CR 00-179cr. Register December 2001 No. 5&F. 7-1-02.

CR
CR

SPS 362.1507 Roof slope. (1) This is a department
exceptionto the requirements in IBC secti®#f07.12.1: Thermo
setsingle—ply membrane roofs may have a design slopessf

SPS 362.1204 Interior environment.  Substitute the fel
lowing wording for the requirements and exception in E&Ction
%ozr(r:fi(l): tlr]nettalmncr:spaces intended for human occupancy sbadl than?2 percent, if permitted by the manufactisditerature or list

History: CR 00-179 cr. Register December 2001 No. 5%f. 7-1-02;CR Ing Cnten.a". . . .
06-120 renum. ComnB2.1203 to be Comm 62.1204 and a&egister February (2) Thisis a department exception to the requirements in IBC

2008No. 626 eff. 3-1-2008. section1507.13.1: Thermoplastic single—ply membrane roofs
] ) ) may have a design slope of less than 2 percent, if permitted by the
SF_’S 362.;206 C_ourt drainage. Subst!tute t_he following manufacturer’diterature or listing criteria.
wordingand informational note for the requiremeint$BC see (3) Thisis a department exception to the requirements in IBC
tion 1206.3.3: The bottom of every court shall be properly gradgdction 1507.14.1: Sprayedlyurethandoam roofs may have a

anddrained. _ N designslope of less than 2 percent, if permitted byrtfamufactur
Note: See chSPS 38Zor requirements for storm water piping. er’s literature or listing criteria

History: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR . . . .
06-120 renum. Com62.1205 to be Comm 62.1206 and a&egister February (4) Thisis a department exception to the requirements in IBC

2008No. 626 eff. 3-1-08. section1507.15.1: Liquid—applied roofs may have a design slope

) of less than 2 percent, if permitted by the manufactulieerature
SPS 362.1210 Toilet rooms. These are department rulesor listing criteria.

in addition to the requirements in IBC section 1210.5: History: CR 04-016cr. Register December 2004 No. 5&f. 1-1-05.
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25 SAFETY AND PROFESSIONAL SERICES SPS 362.1608

SPS 362.1509 Rooftop photovoltaic systems.  Thisis (6) Any unbalanced, drift or sliding snow loads.

rtment informational n nder IB joristory: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR
a depat ent informational note to be used unde C sect 84—016 renum. (1) and (2) to be (3) and (@),(1) and (2Register December 2004
1509: No. 588 ef. 1-1-05:CR 06-120renum. (1) td4) to be (2) and (4) to (). ¢d) and

. i i irafi (3) RegisterFebruary 2008 No. 62@f. 3-1-08;CR 10-103r. (title), (1), (3), (4),
Note: See chSPS 314for requirements relating to firefighter (6), renum. (2) o be Comm 62.1603, (5) to be Comm 62.040R4GIer Aliguat

accesgathways on roofs with rooftop photovoltaic systems. 2011 No. 668 ef. 9-1-11.

History: CR 13-105cr. Register August 2014 No. 70éf. 9-1-14. .
siowy ol Register Augus 0. 7pd SPS 362.1604 Alternate approvals. Substitute the fel

) . lowing wording for the requirements in IBC sectid®04.7:

SPS 3621603 Roof snow load. ~ Substitute the following \jateriaisand methods of construction that are not capable of
wording for the requirements in I_BC section 1603.1.3: ThBeingdesigned by approved engineering analysis or that do not
ground snow load,Py, shall be indicated.In areas where the complywith the applicable material design standards listed in IBC
groundsnow loadPy, exceeds 10 pounds per square foot, the fadhapter35 shall be submitted for approval in accordance with
lowing additional information shall aldee provided, regardless subch.V of ch. SPS 361

of whether snow loads govern the design of the roof: History: CR 00-179 cr. Register December 2001 No. 5%f. 7-1-02;CR
04-016 renum. to be (1), c(2) Register December 2004 No. 5&&. 1-1-05;CR
(1) Flat-roof snow loadp: 10-103r. (title), (1), renum. (2) to be Comm 62.16Régister August 2A1No. 668
eff. 9-1-11; correction made underk3.92 (4) (b) 7.Stats.Register Decemb&01L

(2) Snow exposure factoCe. No. 672

(3) Snow load importance factar SPS 362.1607 Live loads. (1) RESIDENTIAL FLOOR

(4) Thermal factorG. LoaDs. Substitute the following wording and live loads for the
(5) Any sloped-roof snow loadPs. requirementsn line 27 and footnote j of IBCable 1607.1:
Table 1607.1

Minimum Uniformly Distributed Live Loads
and Minimum Concentrated Live Loads
(Partial Tble)

Occupancy or Use Uniform Concentrated
pancy (psf) (Ibs.)
27. Residential ]

Uninhabitable attics without stordge 5

Uninhabitable attics with storalgek 20

Habitableattics 40 -

Hotels and Group R-2
Private rooms and corridors serving them 40
Public rooms and corridors serving them 100

j. For attics with storage and constructed with trusses, this live load need only be applied to those portions of the bottom chord where there are two or more adjacent trusses
with the same web configuration capable of containing a rectangle 42 inches high by 2 feet wide dpgagedkwithin the plane of the truss. The rectangle shall fit between
thetop of the bottom chord and the bottom of any other truss meprogided that each of the following criteria is met:
i. The attic area is accessible by a pull-down stairway or framed opening in accordance with IBC section 1209.2, and
ii. The truss shall have a bottom chord pitch less than 2:12.
iii. Bottom chords of trusses shall be designed for the greater of actual imposed dead load or 10 psf, uniformly distributed over the entire span.

(2) TRUCK AND BUS GARAGES. Substitute the following word Table 362.1608-1
ing for the requirements in IBC section 1607 glinimum live Non-Slippery Roof
loadsfor garages having trucks or buses shall be as specifiedn
IBC Table 1607.6, but shall not be less than 50 poundsopeire Roof Sloee,a Factor, G5
foot, unless other loads are specifically justified and approved by a <30 . - 1.0 5
thedepartment. Actual loads shall be used where they are greater 30 <a<70 (70 —a) /40
thanthe loads specified in the table. 70 <a 0

History: CR 00-179 cr. Register December 2001 No. 5%#K. 7-1-02;CR
04-016 renum. to (3), cr(1), (2), (4) and (5Register December 2004 No. 5&f.
1-1-05CR 06-120r. and recr(1) and &ble 1607.1,.(4) and (5Register February
2008No. 626 eff. 3-1-08;CR 10-103am. (1), Bble 1607.1,.12), renum. (3) to Table 362.1608-2
be (2) and amRegister August 2a1No. 668 eff. 9-1-11. Unobstructed Slippery Roof

& Such as with shingles.

SPS 362.1608 Snow loads. (1) UNBALANCED SNOW Roof Slope,a Factor, Cs
LoADs. This is a department alternative to the requiremenBadn as 15 . . 1.0 5
section1608.1: Unbalanced snow loads on a hip or gable roof 15 <a <60 (60 —a)/45
may be calculated in accordance with the following equation: 60 <a 0

S = §(19(CoCwCsCa) 2 Where snow and ice can slide completefy @iich as with steel.

Where:
S = Alternate unbalanced roof snow load
S; = Ground snow load from IBC Figure 1608.2

Table 362.1608-3
Accumulation Factor

: Roof Slope,a Factor, Cy
Is = Importance factor from IBC section 1608.1 [ASCE abl€ o <15 N/A. Analysis for bal
7-4] ) anced loading only
Cp = Basic roof snow load factor of 0.8 15 <a <20 0.25 +a / 20
Cw = Wind exposure factor of 1.0 20 <a <90 1.05
Cs = Slope factor; seeables 362.1608-1 and 362.1608-2 (2) ExisTING ROOFS. These are department rules in addition to
Ca = Accumulation factor; seeable 362.1608—3 the requirements in IBC section 1608.1:
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(a) Buildings on the sameqperty. 1. Where an existing roof, incorporatea minimum safety factasf 3 with respect to a bearing
regardles®f the date of its construction, is horizontally within 1apacityfailure within the composite improved ground.
feetof a proposed, taller structure on the same prop&®/see (3) SETTLEMENT OF STRUCTURES SUPPORTED ON IMPROVED
tion 1608.1or an alternate recognized engineariefhod shall be zounp. The improved ground shall be designed and constructed
appliedto the existing roof, to address any drifting or sliding ofyr 5 maximum anticipated total settlement of one inch and a max
snowonto the existing roof, as caused by the taller structure. j,m anticipated dferential settlemenof three fourths of an

2. Where an analysisnder subdl. shows that an existing inch, unless it can be shown that the predicted total afetefitial
roof or c%rresgg?_dlngl SUPpolrt'ndg eleme(\ngt nt?]t btelflde?uatte to ?ﬁttlemenwill not cause any of the following:
support the additional snow load cause e taller structure, : :
exlios?ingroof or supporting elemenshall be gtrengthened to sup ?a) Harmf_u_l dl_stortlon of the structure.
portthose loads, in accordance with this code. (b) Instability in the structure.

(b) Buildings on adjoining mperties. Where an existing roof, ~ (C) Any element to be loaded beyond its capacity
regardles®f the date of its construction, is horizontally within 15 (4) DESIGNCONFIRMATIONTESTING. The registered design pro
feetof a proposed, taller structure on an adjoining proptrey fessionalresponsible for theesign of the ground improvement
ownerof theproposed structure shall notify the adjoining owneshall determine the scope of field testing required to confirm the
of the potential for increased structul@ds on the existing roof, design,shall supervise the testing, and shall write a report indi
dueto sliding or drifting of snoyas C:lUSEd by thegfra"er SoterCturecating whether thetest results confirm the design. At the-dis

History: CR 00-179 cr. Register December 2001 No. 5%f. 7-1-02;CR  cretion of that design professional, testing maylilméted to a
Yy o S ) o o 2 ) A e ) (o 3) (v g Modulusload test to measure deformation behavior of a single
(a) 1. Register February 2008 No. 2. 3-1-08; correction in (1) made under s. groundimprovement element. The design of the ground improve
13.92 (4) (b) 7.Stats.Register December 20No. 672 mentshall be modified as appropriate based orrdsalts of the

. _ . confirmatorytesting.
SPS 362.1611 Roof drains. This is a department infor
mationalnote to be used under IBC section 1.61 (5) QUALITY CONTROL OBSERVATIONSAND TESTING. The reg

; : istered design professional responsible for ttiesign of the
Note: See chSPS 38Zor requirements to not connect a Secory o ndimprovement, or a technician working under supervision

daryroof-drainsystem to a primary roof—drain system, and te dig that professional, shall observe construction of the ground

chargea secondary roof-drain system to the ground surface. jmprovementperform quality control testing, and upcomple
History: CR 04-016cr. Register December 2004 No. 5&. 1-1-05. tion of work, prepare a report stating whether the ground improve

o mentmeets the intent of the approved construction documénts.

~ SPS362.1613 Earthquake loads. This is a department copy of the report shall be provided the registered design pro

informationalnote to be used under IBC section 1613.5: fessionalin responsible chge of the project, and to the building

Note: An interactive VEbsite maintained by the U. S. Geologicabfficial if requested.

Service athttp://earthquake.usgs.gov/research/hazmaps/designHistory: CR 10-103cr. Register August 2a1No. 668 efl. 9-1-11; correction

canbe used in lieu of IBC Figures 161$]5 and (2) to determine " (1) made under 43.92 (4) (b) 6.Stats. Register December 20No. 672

the spectral response acceleration values for an ingiptecdode SPS 362.1805 Basement floor base course.  This is a

area. departmentule in addition to the requirements in IBC section

History: CR 06-120 cr. Register February 2008 No. §2éf. 3-1-08;CR . ; i
101037 (1), (2), renum. (3) to be Comm 62.1628gister August 201No. 668 1805.4.1: A required base course shall be placad geotextile

eff. 9-1-11. fabric that is designed to limit migration of silt and fine sand into
the base course.
SPS 362.1700 Structural tests and special inspec - History: CR 00-179 cr. Register December 2001 No. 5%#. 7-1-02;CR

: : ; 04-016 renum. to (1), cr(2) Register December 2004 No. 5&. 1-1-05;CR
tions. The requirementsn IBC chapter 17, except for theOﬁ—lZO r. and recr(2) Register February 2008 No. 628. 3-1-08;CR 10-103r.

requirementsn IBC sections 17lLto 1716, are not included asandrecr Register August 2a1No. 668 eff. 9-1-11.
partof this code.
History: CR 00-179 cr. Register December 2001 No. 5%f. 7-1-02;CR SPS 362.1806 Presumptive |oad—bearing values for
gizgti?z%r?iRNeog.lsstgé February 2008 No. 624. 3-1-08.CR 10-103am.Register  sapyrated soils. This is an additional department footnote for
IBC Table 1806.2: Footnote c.aMes to be multiplied by 0.5 for

SPS 362.1802 Definition of neutral plane. This is a Saturatedails. _
departmentlefinition in addition to the definitions in IBC section History: CR10-103r. and recrRegister August 2aiNo. 668 eff. 9-1-11.
1802.1: NEUTRAL PLANE. A deep foundatios’'neutral plane
is the level at which drag load, accumulated fritv@ top down,
addedto the long-ternstatic service load, equals the upward ac
ing shaft resistance accumulated from the bottom up, addkd to
deepfoundations toe resistance.

History: CR 10-103renum. from Comm 16.1808 (1) and dRegister August
2011 No. 668 eff. 9-1-11.

SPS 362.1807 Shallow post foundations. This isa
epartmentalternative to the requirements in IB§ection
807.3.2: The design criteria in ANSI/ASAE EP 486.1 may be

usedin lieu of the design criteria in IBC section 1807.3.2.
History: CR 10-103r. and recrRegister August 2d1No. 668 eff. 9-1-11.

SPS 362.1808 Foundations. Substitute the following
SPS 362.1803 Deep foundations. Item 5 in IBC section wordingfor the requirements in IBC sectid808.7.5: Alternate

1803.5.5is not included as part of this code. setbacksand clearances are permitted, subject to the approval of
History: CR 06-120 cr. Register February 2008 No. 626f. 3-1-08;CR  the department.
10-103r. and recrRegister August 2a1No. 66§ eff. 9-1-11. History: CR 10-103cr. Register August 201No. 668 eff. 9-1-11.

SPS 362.1804 Ground improvement. ~ These are  SPS 362.1809 Frost-protected shallow founda -
departmentules in addition tdhe requirements in IBC sectiontions. This is a department rule in addititmthe requirements
1804: in IBC section 1809.5: Where a frost—protected shallow founda

(1) DEsIGNOF GROUND IMPROVEMENT. Ground improvement tion is relied upon for a heated or semi—heated structure, perma
for support of foundations or floor slabs shall be designed by aent, legible notices shall be posted near the thermostats of all
architector engineer who is registered by the department. building heating appliances that indicates all of the following:

(2) ALLOWABLE FOUNDATION PRESSUREDF IMPROVED GROUND. (1) Thatthe structure is designed using a frost—protected—
The allowable foundation pressure fanproved ground shall shallowfoundation.
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(2) Theminimum monthly average temperature that the struc R, is the ultimate axial compression capacity in kips.
ture must be maintained &b avoid frost damage to the fourda eis the hammer &tiency.

tion. E is the hammer engy in foot—pounds.
History: CR 10-103cr. Register August 201No. 66§ eff. 9-1-11. Ny is the final penetration resistance in blows per inch.
. F, is an overall correction factor
SPS 362.1810 Deep foundations. (1) DOWNDRAG. F.is a correction factor for soil type.

Thisis a department rule in addition to the requirementB@
section1803.5.5: Investigations and repdds deep foundations
shall include analysis of whether downdrag is anticipated. Where
downdragis anticipated, the report shall include a determination
of the position othe deep foundatios'neutral plane, an estimate
of the soilsettlement at the neutral plane, and a determination of
the maximum load at the neutral plane.

(2) DETERMINATION OF ALLOWABLE LOADS. Substitute the fel
lowing wording for the requirements in IBC section 1810.3.3:

(a) The allowable axial and lateral loads on dEemdations 0.87 f d il orofil
shallbe determined by an approved formula, load testsatic -0/ Tor sandy soll profile.
analysis. 1..20 for clayey soil profile. .

(b) The factor of safety to be used for deep foundation designPile Fp: 1.00 for closed—-ended pipe.
shall depend on the extent of field testing performededfy 1.02 for open-ended pipe.

Fp is a correction factor for pile type.

Fy is a correction factor for hammer type.

Acceptable hammer-fgiency values are:

0.75 for drop hammers.

0.85for other hammers, or arfiefency recommended by the
hammermanufacturer

Acceptable correction factors are:

OverallFy: 0.94.

Soil Fs: 1.00 for mixed soil profile.

capacity. 0.80 for H-Section piles.

(c) If the ultimate capacity is assessed solely by saatitysis, ~ HammerFy: 1.00 for open-ended diesel.
aminimum factor of safety of 3.0 shall be applied to the ultimate 0.84 for closed—ended diesel.
capacityto determine allowable load capacity 1.16 for air or steam single—acting.

(d) If only static analysis and dynamic field testing are per 1.01 for air or steam double-acting.
formed,a minimum factor of safety of 2.5 shall be applied to the 1.00 for hydraulic.
ultimate capacity to determine allowable load capacity If at least 1 static load test is performed to field-check the pene
(e) 1. If one or more static load tests are performed, in additiigtion resistance criteria calculated by the above dynamic formu
to a static analysis, a minimum factor of safety of 2.0 shall #2s, @ minimum safetfactor of 2.5 must be applied to the ultimate
applied to the ultimatecapacity to determine allowable load@xial compression capacity calculated by the dynamic formula to
capacity,except as provided in suls!. determinethe allowablepile load. If only dynamic testing
2. A minimum factor of safety of 1.5 may be used for stru{'nCIUd'ng signal matching) is performed to field—check peme

: ; ; fration resistance criteria determined by the dynamic formula, a
Rgr?g grgciglégancy category |, provided all of the following Cend'minimum safety factor of 2.75 must be applied to thémate

. . xial compression capacity calculated by the dynamic formula to
a. The deep foundations are required only to control Settlgeterminethe allowablepile load. If no field testing is performed
ment. to check the penetratioresistance criteria calculated by the
b. The deep foundations are not required to prevent a bearifly;lamicformula, a minimum safety factor of 3.0 must be applied
capacityfailure. to the ultimate axialcompression capacity calculated by the

c. A static load test, a static analysis and dynamic field testifjnamicformula to determine the allowable pile load.
havebeen performed. Theabove formulas are predicated on the following three con

(3) DRIVING CRITERIA. Thisis a department rule in addition toditions: (1) static load testing and/or dynamic testing being per

. : ; g ... formedon pile(s) driven in uniform site soil conditions, (2) test
:jhere?uweénents |nk:B”Cbsect|8n ;81(10.3:3.1.1.”.Dr|V|hngfcr|t&é§1 pile(s) being driven with the same hammer and cushion used for
leep foundations shall be submitted priangtalling the founda  jnstajiation of production piles, and (3) test pile(s) being of the
tions, if requested by the buildingfaial. ) ~ sametype and section used for production piles. If any of the three
(4) ApproVEDFORMULAS. This is a department informational conditionsis not met, additional field testing isquired. Vith
noteto be used under IBC section 1810.3.3.1.1: staticload testingand/or dynamic testing, penetration resistance
Note: The Department has approved the following two dynamiititeria calculated bythe dynamic formula must be modified as
driving formulas, when used within the parameters prescribgﬂpmp”atd)ased on the results of the field testing. A site must
below. e defined as a project siter a portion of it, where subsurface
) ) conditionscan be characterized as geologically similar in teyins
1. Washington State Department of Transportation formul@ubsurfacestratigraphyincluding thesequence, thickness, geo

Rn= 6.8efWH In(10N) logic history engineering properties and groundwater aspects.

Where: (5) FACTOROF SAFETY FORUPLIFT. The exception in IBC sec

R, is the ultimate axial compression capacity in kips. tion 1810.3.3.1.5 is not included as part of this code.

Fef is an eficiency factor based on hammer and pile type. (6) HELICAL PILES. This is a department informational ntte

W is the hammer weight in kips. be used under IBC section 1810.3.3.1.9:

H is the drop height of the hammer in feet. Note: See sub. (2) for factors of safety that supersede the criteria

N is the average penetration resistance at the end of drivingirinhis section. For example, under sub.(€}) (d) and (e), this
blows per inch. factormay be 3, 2.5 or 1.5, respectively

AcceptableFgr values are: ) (7) DEEPFOUNDATIONSIN SUBSIDINGAREAS. Substitute the fel
0.55 for all pile types driven with an air or steam hammer |oying wording for the requirements in IBC section 1810.3.4:
ilgs.:%?for open-—ended diesel hammers for concrete and timber )" \yhere deep foundations are installed through subsiding
pries. . . fills or other subsiding stratand derive support from underlying
0.47for open-ended diesel hammers for steel piles. firmer materials, consideration shall be given to dosvnward
0.35 for closed-ended diesel hammers for all pile types.  gragload that may be imposed on the deep foundations by the sub

2. Corrected FHW-Modified Gates Equation: siding upper strata.
Ry = [(1.75)(€5)°) (log(10\:))-100] (o) (Fs) (Fp) (Fn) (b) Where the influence of subsiding fills is considered as
Where: imposing loads orthe deep foundation, the allowable stresses
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(1) Caststone masonry units covered under this category are

homogeneousr faced, dry cast concrete products other twsn

(c) The position of the deep foundatiemeutral plane shall be ventionalconcrete masonry units (brick or block), but of similar
determinedand the settlement of the soiltla¢ level of the neutral Size.
planeshall be estimated. The maximimad in the deep founda  (2) Caststone masonry units shall be made with portland
tion, which occurs at the neutral plane, shall be determined. cement,water and suitable mineral aggregates, with or without
(8) DESIGNCRACKING MOMENT. Substitutehe following equa  @dmixturesand reinforced if required.
tion for IBC equation 18-1: ¢$My = 3 ¢)0-X(Sn). (3) Caststone masonry units shall have a minimum compres
(9) DRIVEN TIMBER PILES. Substitute the followingvording ~ Sive strength of 6500 psi and a maximum water absorption of 6%
for the requirementin IBC section 1810.4.1.5: Any suddenwhentested as 2— x 2—inch cylinders or cubes.
decreasen driving resistancef an end-supported timber pile 1o CR00CAsex Reqier Decerber 2001 No. S5t 7-1-02.CR
shall be investigatedvith regard to the possibility of damage. If
the sudden decrease in driving resistance cannot be correlated
load-bearingdata, the pile shalbe removed for inspection or
rejected,or shall be assigned a reduced capacity commensur%
with the loss of end—bearing in lieu of removing or rejecting tr@re
pile.

TgPS 362.2109 Empirical design of masonry
BEARING ON MASONRY. This is a department rule in addition
e requirements in IBC section 2109.1: Lintels shall be consid

dstructural members and shial designed in accordance with

i . the applicable provisions of IBC chapter 16.
History: CR 00-179 cr. Register December 2001 No. 5%#. 7-1-02;CR

04-016 am. (3)(e), cr (6) Register December 2004 No. 58. 1-1-05;CR (2) JoiINTING. These are department rules in addition to the
06-120 renum. Comm 62.1807 to be Comm 62.1808 and am. (1), (2), (3) (intrq:hquirements'm IBC section 2109:
(4) (intro.), (5) (intro.) and (a) and (&egister February 2008 No. 2. 3-1-08; . . . .
CR10-103 (iitle), (1), (2), (7) renum. from Comm 62.1808, (iitle), (2), (3), (5) and (&) Expansionand shrinkage.Joints commensurate with4at
am.,(9) renum. from Comm 62.1809 and am.{8) to (6), (8Register Augus201l  eral stability requirements shalbe installed in all exterior
No. 668 ef. 9-1-1. masonryto allow for expected growth of clay products and shrink
_ ageof concrete products.

SPS 362.1913  Shotcrete clearance. Substitute the fel () \ertical jointing. Vertical movement jointshall be pre
lowing wording for the exception under IBC section 1913.4.2jided at a spacing in compliance witlafle 362.2109.
Subjectto the approval of the department, required clearancesiote: To accomplish the intended purpose, joints should be located at critical loca
may be reduced whereii demonstrated by preconstruction test#ns,such as changes in buildihgights, changes in framing systems, columns built

that adequate encasement of thers used in the design will beinto exterior walls, major wall openings, and changes in materials.
achieved. (c) Horizontal jointing. Where supports such as shelf angles

History: CR 00-179 cr. Register December 2001 No. 5%f. 7-1-02;CR or plate_s are requwed warry the _We_lght_o_f masonry above.the
06-120 renum. Comm62.1914 to be Comm 62.1913 and &egister February foundation level, a pressure—relieving joint shall be provided
2008No. 626 eff. 3-1-08;,CR 10-103r. and recrRegister August 2d1No. 668  betweerthe structural support arehy masonry that occurs below
eff. 9-1-11. this level. The joint width shall be such as to prevent any load

beingtransmitted from the support to any element directly helow
SPS 362.2103 Cast stone masonry units.  These are All mortar and rigid materials shall be kept out of this joint. This
departmentules in addition tdhe requirements in IBC sectiontype of joint shall be provided at all such supports in a concrete

2103.4: framestructure where clay masonry is exposed to the weather
Table 362.2109
Maximum Spacing of Exterior Masonry Movement Joints
Between Unestrained Endd (Feet)
Openings (Pecent of Total Wall Ar ea)
Loading Type of 0to 20 Mor e than 20
Conditions Material Joint to Joint Joint to Corner Joint to Joint Joint to Corner
Load-bearing Clay units 140 70 100 50
Concrete units 60 30 40 20
Nonload—bearing walls Clay units 100 50 60 40
Concrete units 50 25 30 20

TJointingrequired is a minimum and is not intended to prevent minor cracking. The distances given for maximum spacing of joints are for a single wall plane. For
composite walls, the maximum spacing of joints shall be governed by the masonry material type used in the exterior wythe.

History: CR 00-179cr. Register December 2001 No. 5%F. 7-1-02;CR 10-103r. (2), Table 62.2109-1, renum. (3) to be (23ble 62.2109-2 tbe Table 62.2109
andam. (2) (b)Register August 2a1No. 668 efl. 9—1-11; correction in (2) (b) made underl8.92 (4) (b) 7.Stats.Register December 20NNo. 672

SPS 362.2204 Welded Connections. This is a depart SPS 362.2303 Trusses spanning 60 feet or greater.
ment informational note to be used under IBC section 2204.1The requirements in IBC section 2303.4.1.3 are not included as
Note: The rules pertaining to registration of structural welders apartof this code.

ifiadi History: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR
spgmﬂgdm ch.SPS 305 ) . 04-016 renum. to be (2), c(1) Register December 2004 No. 5&&. 1-1-05;CR
History: CR 06-120 cr. Register February 2008 No. 626f. 3-1-08;CR  06-120r. and recr(1), am. (2), ci(3) Register February 2008 No. 6. 3-1-08;

10-103r. and recrRegister August 2a1No. 668 eff. 9-1-11. CR10-103r. and recrRegister August 2a1No. 668 eff. 9-1-11.

SPS 362.2210 Trusses spanning 60 feet or  greater. SPS 362.2304 Girder ends. Thisis a @partmenrule in

Therequirementin IBC section 2210.3.4 are not included as pagqdition to he requiremert in IBC ction 2304.11.2.5 A mois-
of this code.
History: CR 10-103cr. Register August 2a1No. 668 eff. 9-1-11.
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ture barrier shal be provided betwee an untreatel or nondurable 2. Toilet rooms located in day—caa@d child—care facilities

wood grder and an eterior masony or concree kearirg surface.  andcontaining 2 or more water closets may have one wiset
History: CR 00-179 cr. Register December 2001 No. 5. 7-1-02;CR without an enclosing compartment.

06-120 am.Register February 2008 No. 6281. 3-1-08. 3. Compartments ameot required for water closets in prison

. . orjall cells.
SPS 362.2409 Glass and glazmg for elevators. This History: CR 00-179 cr. Register December 2001 No. 5%F. 7-1-02;CR

is a department informational note to be used under IBC sectiir139 am. (2)Register June 2002 No. 558. 7-1-02;,CR 04-016am. (2).cr.
24009: (4) (b) 3.Register December 2004 No. 5&8. 1-1-05;CR 06—120r. and rectReg-

! ", ister February 2008 No. 62@f. 3-1-08;CR 08-055 am. (1)RegisterFebruary
Note: See chSPS 31§ASME A17.1] for additional glass and 2009No. 63§ ef. 3-1-09; correction in (1) (a) 1., 2., 3. made und@BH?2 (4) (b)

glazing requirements relating to elevators. Those requiremeritsStats.Register December 20No. 672
includea prohibition against elevator hoistway windows tiiet . -
b 9 Y o SPS 362.2901 Plumbing code. This is a department

afalse appearance of  floor level. informationalnote to be used under IBC section 2901.1:
History: CR 06-120cr. Register February 2008, No. 628. 3-1-08. Note: As defined in SSPS 361.04 (123nd(13), “IPC and Inter
SPS 362.2503 Gypsum board and plaster . The nNationalPlumbing Code” and “IPSC and International Private
requirementsn IBC section 2503.1 are not included as part of thisewageCode” mean ch$SPS 3810 387.
code. History: CR 01-139cr. Register June 2002 No. 55&. 7-1-02.
History: CR 00-179cr. Register December 2001 No. 5%F. 7-1-02.
SPS 362.2902 Plumbing fixtures. (1) MINIMUM NUM-
SPS 362.2701 Electrical code. Thisis a department BER OF FIXTURES. (a) Exceptions. These are department exeep

informationalnote to be used under IBC section 2701.1: tionsto the requirements in IBC section 2902.1:
Note: As defined in sSPS 361.04 (6)ICC Electrical Code” 1. Where more thanne water closet is required for males,
meansch. SPS 316 urinals may be substituted for up to 50 percent of the required
History: CR 01-139cr. Register June 2002 No. 55&f. 7-1-02. numberof water closets
2. Where water is served iastaurants or where other aceept
SPS 362.2900 Additional criteria for toilets. These ablearrangementare made to provide drinking watelrinking
aredepartment rules in addition to the requirements in IBC-chdipuntainsare not required.
ter29: 3. For child daycare facilities, bathtubs or showers are not

(1) PLUMBING FIXTURE ALTERNATIVES. (a) Water closets.1. requiredwhere other personal hygiene washing arrangements are
Systemsor devicesecognized under sSPS 391.1@nd391.11 providedthat satisfy the licensing requirements of thisdnsin
may be substituted for watetosets required under IBC chapteidepartmenbf health services.
29. 4. For day nurseries anthild day care facilities, children

2. Privies recognized under cBPS 39Imay be substituted Underthe age of 30 months need not be considered as a part of the

for water closets required under IBC chapter 29 in any dbihe occupantoad used to determine the minimum number of water

lowing situations: closets. _

a. A building accommodating a seasonal occupasiogn 5. Service sinks may be omitted for any occupancy where
occupancyof the building does not extend for more than 3 of tHf1vies have been substituted for water closetgler s.SPS
4 seasons. 62.2900(1) (a) 2.

b. A building accommodating school or a assembly that is (b) Additional fixtues. These are department informational

operated by and for members of a bona fide religious denemif} te;to be.gsed under IBC sections 2902.1 gnd 2902.2:
tion in accordance with the teachings and beliéthe denomina Note: Additional plumbing fixtures may brequired for employ
tion. eesby the U.S. department of labavccupational safety and

c. As approved by the department. healthact (OSHA) regulations. .

3. Portable restrooms recognized underSPS 391may be Note: Additional plumb_lng fixtures may be reqmred by the
substitutedfor waterclosets required under IBC chapter 29 foflepartmentf health services for restaurants, mobile home parks,
buildings accommodating events or temporary occupancies gampinggrounds, camping resorts, recreational camps and edu
exceedingl2 consecutive days or as approbgdhe department. cationalcamps.

(b) Lavatories. Waterless antiseptic cleansing provisions majote: ChapteiSPS 39@lso has requirements for minimum rum
be substituted for lavatories required under |8@pter 29 where pergof sanitary fixtures for a public swimming pool, as based on

systemsor devices under pdg) 2.are substituted for water clos o 5401 area.”For some buildings, the minimum number of sani
ets. Where water—based water closets or urinals are used, wae& - ’

basedavatories shall be provided numbers to accommodate theY fixtures determined in that mannexay be lager than the

numberof people served by the water closets and urinals. minimum number determined in accordance with this section.
(2) PERMANENT OUTDOORTOILETS. () A permanent outdoor Compliancewith this section does not relieve an owner from-com

toilet room shall be providedith a suitable approach such as #1ying with ch.SPS 390

concretegravel or cinder walk. Note: ChapterSPS 391has requirements for equal speed of
(b) All windows, ventilators, and other openings for a perm&ccesso toilets for each gendeat facilities where the public con

nentoutdoor toilet room shall be screened to limit the entrance @fegateshat do not fall under the scope of this chapter

flies, and all doors shall be self closing. _ (c) Substitutions in IBCable 2902.1.1. Substitute the follow

(3) ENcLOSUREOF FIXTURES. (a) Water closets and urinals ing wording for the water closets heading in IB&ble 2902.1:
within a toilet room shall be arranged to ensure privdeycept Watercloset§ (see sSPS 362.2902 (1) (a) for urinals).
asprovided inpar (b), each water closet shall occupy a separate 2 gupstitute the following wording fdne drinking fountains
compartmentvith walls or partitions and a door enclosingfike  headingin IBC Table 2902.1: Drinking fountains (seeSPS
turesto ensure privacy Urinals shall be placed against walls ag62.2902(1) (a) 2).

least6 feet 8 inches high arsdranged individually with or without 3 | |BC Table 2902.1, substitute the following wordifog

partitions. the required minimum number of water closets for females in type
(b) 1. Water closet compartments may be omitted in a singléd~4 and A-5 occupancies: 1 per 37 for the first 1,500 and 1 per
occupantoilet room having a door with a privacy lock. 60 for the remainder exceeding 1,500.
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SPS 362.2902 WISCONSINADMINISTRATIVE CODE 30

4. Substitutethe following wording for the required number SPS 362.3001 Elevators. (1) REFERENCEDSTANDARDS.
of bathtubs or showers in storage occupancies in IBBIET Substitutethe following wording for the requirements in IBC sec
2902.1: See thénternational Plumbing Code tion 3001.2: Except astherwise provided for in this code, the
5. Substitutethe following wording for the required numberdesign,construction, installation, alteration, repair and mainte
of bathtubs or showers in factory and industrial occupanciesrianceof conveyances and their components shall comply with ch.
IBC Table 2902.1: See theternational Plumbing Code SPS318

(d) Addition to IBC @ble 2902.1.This is an additional depart  (2) CHance IN UsE. Substitute the following wording for the
mentfootnote for IBC &ble 2902.1: Footnote e. Wherever morgequirementsn IBC section 3001.4: A change in use of an eleva
than 500peoplecongregate and more than the required minimuggy from freight to passengepassenger to freight, or from one
numberof water closets or urinals are provided for males, tWiggsight class to another freight class shall comply withS®S
as many of those additional toilet facilities shall be provided faf g

females. o History: CR OQ—179 cr. Register December 2001 No. 5%F. 7-1-02;CR
(2) LAVATORIES FORTOILET ROOMS. This is a department rule _04—0F43bcr. (4)3%%§t§r Dggg?gerl 2324CNR0138?&)§—1(1§>5;CR 06;;)2%)(4) lEtegl(-l )

: p H : : . rFebruary 0. . 3-1-08; —103r. (1), renum. (2), to be (1),

in addition to the req“'femer.‘ts in IBC S.eCtlon 2902':!" At least Oé and amRegister August 20No. 668, eff 9-1-11; correction in(1), (2) made

|aV5}t0ry shall be pfO}/IdEd in each FOllet room or in a.genderlmders.lsez (4) (b) 7.Stats.Register December 20No. 672

designatedounge adjacent to the toilet room. If a multiple-use

lavatory is provided, 24 lineal inches of wash sink, or 20 inches gpg 362.3002 Elevator car to accommodate ambu -

measuredalongthe edge of a circular basin will be considerefynce stretcher . Substitute the following wording for IBC sec
equivalentto one lavatory tion 3002.4:

(3) DISTRIBUTION OF PLUMBING FACILITIES AND NUMBER OF (1) Where passenger elevators are provided, at least one ele
OCCUPANTSOFEACH SEX. Substitute the following wording for the \ ator shall be provided for fire departmezmegency access to

Chll floors served by passenger elevators in all of the following situ
fied in IBC Table 2902.1, the required water closets, Iavatorieétions: yp 9 9

andshowers obathtubs shall be distributed equally between the - .

sexesbased on the percentage of esek anticipated in the occu (@) A building four or more stories above or four or more sto
pantload. The occupant load shall be composed of 50% of edl§s Pelow grade plane. o

sex, unless statistical data approved by the cofleiaffindicate (b) Any floor above or below the levelfafding fire depart

a different distribution of the sexes. mentvehicle access, if the floor accommodates any one of the fol

Note: The substitution in this subsection is no longer valid because thesiion  |0WiNg occupancies:
2902.3that is referred to waepealed during promulgation of the 2009 edition of the ¢ Group |
IBC. ) .

(4) PusLIC FACILITIES. This is a department exception to the 2. R-2. ) o .
requirementsn IBC section 2902.3: dilet roomsmay be omitted 3. Outpatient clinic and ambulatory health care facility
in a small retail or mercantile building where all of folowing (2) The elevator car provided for fire department egeecy
requirementsre met: accesshall be of such a size and configuration to accommodate
(@) No more than 25 occupants are accommodated. anambulance stretcher 24 inches by 84 inches with not less than
(b) Other restrooms are conveniently located and available¥onchradius comers, in the horizontal, open position.
the patrons and employees during all hours of operation. (3) Exceptin hospitals and except where all of a building’
(c) The omission is approved in writing by tlieeal unit of €leévatorsarelarge enough for fire department egency access,
government. all elevator cars that are provided for fire department gemey

accessshall beidentified by the international symbol for emer
ngencymedical services, star of life. The symbol nmay be less
than3 incheshigh and shall be placed on both sides of the elevator
hoistwaydoor frame on all floor levels, approximately 60 inches

(d) A copy of the written approval from the local unitgaf-
ernment is provided to thedepartment or its authorized represe
tative upon request.

(5) LOCATION OF RESTAURANTTOILET ROOMS. This is a depart
mentinformational note to be used under IBC section 2902 3,abovethe floor
h 8 ; 2" History: CR 10-103cr. Register August 2a1No. 668 eff. 9-1-11; CR 14-020
Note: Additional requirements for restaurant toilet rooms may h€and recr(3) Register August 2014 No. 70df. 9-1-14.
appliedby the Department of Health Services.

(6) Pav FaciLITIES. Substitute the followingvording for the ~ SPS 362.3004 Hoistways. (1) VENTING. ~This is a
requirementsn IBC section 2902.3.4 Al toilet facilities shall bedepartmentule in addition to the requirements in IBC section
free of chage. 3004.3: A ventilation opening in a hoistway wall, where pro

Note: Sectionl46.085 Stats., prohibitshaging a fee for the use of toilet faciliies Vided, shall have guards securely anchored to the supporting
andimposes a fine of $10 to $50 for violatiorgs - structureinside the hoistwayThe guards shall consista wire—
History: CR 00-179 cr. Register December 2001 No. 5%%#. 7-1-02;CR i i i
01-139 am. (2Register June 2002 No. 558 7-1-02.CR 02-002 cr (1) (Reg- ESNSCreen of at least 0.0915-indiameter steel wire with open
ister April 2003 No. 568ef. 5-1-03;CR 04-016r. and recr(1) (a), am(1) (c) 1. ingsthat will reject a ball one—inch in diameter expanded metal

gndg., rznumd- (é) (© ,3-t, 4-band (4g to %)Otf'se (ég!(;)f-vl% sag?? (8)6, clr 2%) (c) screenof equivalent strength and open area.

(1'3((0))’&?}3 (5)}'?;9(;5,5;(1‘;?3;“ 3_?;(3), (@) ;ﬁd (8), renum. (5) to (7) anf,‘r{‘g') to (2) AREAOFVENTS. This is a department rule in addition to the
b'fef(g)tf(&) ggd O(86) ggg anz-l)(ézmsrg})i (5) ?nd éﬁgegistezrolng’(‘uarégog 1\110-0826 requirementsin the exceptiorunder IBC 3004.3: The manual
ell. 5—1-0a — cr. a) o.rRegister February 0. . o—1-09; H H H .

correction in (1) (a) 3. made undef.3.92 (4) (b) 6.Stats.Register February 2009 overridecontrol shall comply with all of the following:

_N?. 638 corfctign inN(l) é%)ZS., (© l{" 2. matgg)tl(ntitaﬁi)sQ(ZS§4)( é?) Z.gtats.lgeg- (a) Be a keyed switch of the open—auto—close type with the
ister December 201 No. corrections In intro.), , maade unaer s. Y H H _
13.92(4) (b) 7, Stats. Register September 2014 No. 705 threepositions labeled, that is operated with an FEO-K1 key or

otherapproved key

SPS 362.2903 Drinking facilities.  This is a department _ (b) Be located adjacent to the elevator hoistagr frame at
rule in addition to the requirements in IBC section 2903: Drinkin%e level of fire department vehicle access, approximately 48
fountains water coolers and bottled water dispensers may not ghesabove the flogror other approved location. This location
locatedor installed in public restrooms. may be behind a locked panel.

History: CR 10-103cr. Register August 2A1No. 668 eff. 9-1-11. (c) Be labeled “hoistway vent control.”
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31 SAFETY AND PROFESSIONAL SERICES SPS 362.3307

(3) PLUMBING AND MECHANICAL SYSTEMS. Substitute the fel SPS 362.3100 Special construction.  These are depart
lowing wording for the requirements and the exception in IB@&entrules in addition to the requirements in IBC chapter 31- Pub
section3004.4: lic mausoleum structures shall be designed, constructetdaind

(a) General. Except as specified in pgb), plumbing and tained in accordance with this code. Mausoleums shall be

mechanicabystems shall not be located in an elevator shaft. classifiedas a Group S-1 storage occupancy and shall be con
(b) 1. Except as provided in suti. A drainor sump comply structedof reinforced concrete or other materials of similara

LAk o bility.
ing with $5.SPS 382.38nd382.36shall be provided in an eleva Note: Sectionl57.12 (2) (d)Stats., reads as follows: “A mausoleum shatidre

tc_nr _plt. Connection of the drain or sump to a sanitary system-is PERuctedto last as long as possible, taking into consideration the technology and eco
hibited. nomicsapplicable to mausoleum construction at the time of construction.”

it H f History: CR 00-179 cr. Register December 2001 No. 5%%F. 7-1-02;CR
2. An elevator pit is exempt frotie sump or drain require ;7739 "¢ o) Register June 2002 No. 558f. 7-1-02:CR 06-1201. (1),

mentunder subdL. for any of the following situations: renum.(2) to be Comm 62.31(Register February 2008 No. 628. 3-1-08.
a. The floor of an elevator walk—in pit is level with the adja ) )
centfloor. SPS 362.3102 Blower equipment.  Substitute the fel

P lowing wording for requirement 2 in IBC section 3102.8.1.2:
b. The elevator does not extend to the buildirigivest floor Blowersshall be providedvith inlet screens, belt guards and other

leveland the'plt floo.r IS notin CqmaCt with the earth. Protectivedevices as required to provide protection from injury
c. The pit floor is above adjacent grade where the elevalofistory: CR 00-179 cr. Register December 2001 No. 55. 7-1-02;CR

hoistwayshaft has one or more exterior walls. 06-120 am.Register February 2008 No. §24. 3-1-08.

d. The pit will not allow the entranad ground water and will s
. . SPS 362.3103 Temporary structures.  This is adepart
notbe greater than 16 |nche§ n depth.. . mentrule in additionto the requirements in IBC section 3103:
3. The aggregate capacity for drainage from the pit $leall ynder IBC sections 3103.1.1 and 3103.2, the requirements for

atleast one of the following: permitsand construction documents temporary structures are
a. 30 gpm in a hoistway with one elevator atthe option of the local codefigfial.
b. 50 gpm in a hoistway with two or three elevators. History: CR 00-179cr. Register December 2001 No. 5%F. 7-1-02.
¢. 80 gpm in a hoistway with four elevators. SPS 362.3104 Pedestrian walkways and tunnels.

IOC’\;?;Z;”iﬁeelsesvzgfﬁif'%"’ the width or diameter and depth of a swwmp g hstitutethe following wording for the requirements and excep
History: CR 00-179 cr. Register December 2001 No. 55, 7-1-02;,CR  ton in IBC section 3104.2: Buildings thatre connected in

01-111 r. and recr(2) Register June 2002 No. 558. 7-1-02,CR 04-016am.(2) ~accordancevith IBC section 3104 shall be considered to be-sepa

(intro.) Register December 2004 No. 5&f. 1-1-05,CR 06-120am. (2)(intro.)  rate structures.

EEQ'Stfz'E‘;lbwa%ggO? No. 626f. 3‘1}98?CR(§§’EK)1)013F- and recréz)ﬂg’)gge(%stﬁg History: CR 00-179 cr. Register December 2001 No. 55, 7-1-02;CR
ugus 0. er. 9—1-1; correction in . made unaefLs. _ y : . Y . 2

7, Stats. Register December 20No. 672CR 14-020renum. (2)to (3), c(2), (3) 0 g‘érégfl)s(_“i'%g”d (2), renum. (1) to be Comm 62.3E@4ister Februarg008

(b) 2. d.Register August 201KMO. 704, eff 9-1-14. : : :

SPS 362.3109 Swimming pool enclosures.  Substitute

SPS 362.3006 Machine rooms. (1) Scope. This is a thefollowing informational note for the requirements in IBC-sec
department rule in addition to the requirements in IBC sectiggn 3109.

3006:This section applies to elevatmachine rooms, machinery  note: See chSPS 39dor requirements for swimming pool enclosures.
spaces, control rooms and control spacesvitbin the hoistway  History: CR 00-179cr. Register December 2001 No. 5&f. 7-1-02.
uné?”Qéfes(ft’ig;"ié%gfpa”ment informational note to be used SPS 362.3200 Encroachments into the public right-

) - ) . ) of-way. The requirements in IBC chapter 32 are not included as
Note: See chSPS 318or additional requirements, including a artof this code.
prohibition against accessing elevator machine rooms, machingry.istory; CR 00-179cr. Register December 2001 No. 5&. 7-1-02.
spacescontrol rooms, or control spaces throughoilet room,
sleepingroom or other private space; and a prohibition against SPS 362.3300 Safeguards during construction.
accessingspaces, machinery or equipment not related con Exceptfor the requirements in IBC sections 3302.1 38863.5,

veyance through machine rooms, machinery spaces, Comr%r%%rgquwements in IBC chapter 33 are mafuded as part of this

rooms,control spaces, or hoistways. History: CR 00-179 cr. Register December 2001 No. 5&. 7-1-02;CR
i i 01-139 renum. (1) to be Comm 62.3300 ardum. (2) to be Comm 62.33Bgis-
(3) TEMPERATURE AND HUMIDITY. Substitute the .foIIOWIng ter June 2002 No_ 538f. 7-1-02.
wording for the requirements in IBGection 3006.2: Elevator

machinerooms that contain solid-state equipment for elevator sps 362.3307 Protection of adjoining property . This
operationshall beprovided with an independent means to contrg a department informational note to be used under IBC chapter
the temperature and humidity in the machine room. 33:

Note: See IBC section 3003.1.4 and ASME A17.1 section 2.7.9.2 for additionlpte: Section<01.11L (1)to (6), Stats., read as follows:

requirements that may apply N . . .
(4) PreEssuRizATION. This is a department exception to the(1) DEFINITION. In this section ‘excavatomeans any

requirementsn IBC section 3006.3: An elevator machine room OWner of an interest in land making or causing to be made an
which serves a pressurized elevator hoistway and which is nogxcavation.

directly connected to the pressurized elevator skafot required  (2) CAVE-IN-PREVENTION. Any excavator shall protect

to be pressurized. the excavation site in such a manner so as to prevent the soil of

(5) PLUMBING SYSTEMS. Substitute the following wording for adioiningproperty from caving in or settling.

the requirements in IBC section 3006.6: Plumbing systems {3) LIABILITY FOR UNDERPINNING AND FOUNDATION
usedin connection with the operation tife elevator may not berEXTENSlONS' (@) If theexcavation is made to a depth of 12 feet
locatedin elevator equipment rooms or less below grade, the excavator may not be held liable for the
History: CR 00-179 cr. Register December 2001 No. 55#. 7-1-02;CR expens_eof any necessary u_nde_rplnnlng or extension of the
01-11% renum. (1) and (2) to be (2) and (3) andtyRegister June 2002 No. 558 foundationsof buildings on adjoining properties.
ggg7—1fl—1021;00%%§g}‘66%%um- 3 t(ci)b?254)(,4;:?3)(';)69&5;6{5?%33"2%%)200‘(133\'0- (b) If the excavation is made to a depth in excess of 12 feet
ef. 1-1-05; — renum. , y 0 s s " , (r , Cr H
Registerugust 2014 No. 704, 9-1-14; (1) (iile), (3) (iite) added undens.02  P€lowgrade, the excavator shall be liable for the expense of any
(4) (b) 2, Stats.Register August 2014 No. 704 necessarynderpinning or extension of the foundations of any

Published under s. 35.93, Stats. Updated on the first day of each month. Entire code is always current. The Register date on each page
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Published under 85.93 Wis. Stats., by the Legislative Reference Bureau.

SPS 362.3307 WISCONSINADMINISTRATIVE CODE 32

adjoiningbuildings below the depth of 12 feet below gradiee (3) ApbiTions. This is a departmenule in addition to the
ownersof adjoining buildings shall be liable for the expense aktquirementsn IBC chapter 35: The following standards are
any necessary underpinning or extension of the foundations lkdrebyincorporated by reference into this code:

their buildings to the depth of 12 feet below grade. (b) NFRA 30A-2008, Code for MotdFuel Dispensing Facili
(4) NOTICE. Unless waived by adjoining owners, at least 3Qes and Repair Garages.

days prior to commencinghe excavation the excavator shall . .
notify, in writing, all owners of adjoining buildings of his or her . (CL)J NFP?:;:S_Z.OOI“’ Standardh Fire Protection for Laborato
intentionto excavate. The notice shall state that adjoining buil esusing Lhemicals. . ) )
ings may require permanent protection. The owners of adjoining (d) NFFA 7502010, Standard onatér Mist Fire Protection
propertyshall have accegs the excavation site for the purpose>yStems.
of protecting their buildings. (e) UL 2034-2005, Single and Multiple State Caridonox
(5) EMPLOYEES NOT LIABLE. No workemwho is an ide Alarms.
employeeof an excavator may be held liable for his oréraploy (f) UL 2075-2007, Gas andayor Detectors and Sensors.
er’'sfailure to comply with this section. Note: ANSI/ASAE standards may be purchased from the American Society of
(6) FAILURE TO COMPLY; INJUNCTION. If any excavator Agricultural Engineers, 2950 Niles Road, St. Joseph, MI 49085-9659.
fails to comply with this section, any aggrieved person may-coryon’\‘gr':g ;ﬁ?ﬁﬁ;gﬁ%gﬁ(lgoﬁ"ggisgfoflmmlme Nf&i%gg'ﬁg[gfgftedion Associa
mencean action to Ob.tam f"‘” Orqer under 8ﬂ]3_d!rect|ng such [JL standar(?é may be pu;chased for U‘ngerw?i)grs Laboratories, In®fiag3
excavatorto comply with thissection and restraining the excavastenroad, Northbrook, IL 60062-2096.
tor from further violation thereof. If the aggrieved person prevails Copiesof the standards adopted under this section are on file infitesadf the
in the action, he or she shall be reimbursed for all his or her cofsgartmenand the legislative reference bureau.

i i History: CR 00-179 cr. Register December 2001 No. 5%%F. 7-1-02;CR
anddisbursements together with siaittual attorney fees as mayy, 30" coice 5ine 2002 No, 558, 7-1-02.CR 040100 reciRegis-

be approved by the court.” ter December 2004 No. 58@f. 1-1-05:CR 06-120am. (1), r (2) and (3) (a),
History: CR 01-139renum. from Comm 62.3300 (Register June 2002 No. renum.(3) (b) to (e) to be (3) (a) to (d) and am. (3)Reyister February 2008 No.
558, eff. 7-1-02. 626, eff. 3-1-08;EmR0826 emeg. cr. (3) (e), ef. 10-1-08,CR 08-085cr. (3) (e)
and(f) Register May 2009 No. 64&f. 6-1-09:CR 10-103r. (3) (a), am. (3) (b),
SPS 362.3400 Existing structures.  The requirements (d)Register August 201No. 668 ef. 9-1-11; correction in (1) made underls.92
in IBC chapter 34 are not included as part of this code. (4) (b) 7, Stats. Register December 20No. 672
History: CR 00-179 cr. Register December 2001 No. 55, 7-1-02;CR
06-120r. and recrRegister February 2008 No. §28F. 3-1-08. SPS 362.3600 Appendices. (1) ExcLusions. The pre

visionsin IBC Appendices A, B, D, and F to K are not included
SPS 362.3500 Referenced standards. (1) INTRODUG aspart of this code.

TION. Substitute the following wording for the introductory para o . )
graphin IBC chapter 35 This chaptists the standards that are_ (2) APPENDIXC. Theprovisions in IBC Appendix C apply to
referencedn various sectionsf this document. The standards aré&roup U agricultural buildings, as described in IBC section C
listed herein by the promulgating agency of the standard, the stdf1.1,that are not exempt from this code as outlined iISBS
dardidentification, the déctive date and title, arttie section or 361.01and361.02 (2)and(3).

sectionsof this document that reference the standard. TheHstory: %lF;R%O;SltZ? gk Register O%icﬁf(‘;b%;fﬁll_'\ég; R C('f)
applicationof the referencedtandards shall be as specified in ﬁgegisten:et.)ruary %008 No. 62eff. 3-1-08; correction in (é) made undef.8.92

SPS 361.03 (1) (gnd(3) (a) (4) (b) 7, Stats.Register December 20No. 672
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